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University of South Carolina Aiken
Interior Renovations for Arts, Humanities and Social Sciences Building

471 University Pkwy, Aiken, South Carolina
State Project Number: H29-1357

May 14, 2020

ADDENDUM NO. 1

This addendum forms a part of the Contract documents and modifies the original Bidding Documents
and any previous Addenda as noted below. Acknowledge receipt of this Addendum in the space
provided in the Bid Form. Failure to do so may subject Bidder to disqualification.

MODIFICATIONS TO PREVIOUS ADDENDA:
N/A
PRE-BID CONFERENCE - May 13, 2020 at 10:00 AM via Conference Call:
See attached Pre-Bid Conference Meeting Minutes and Attendee List.
MODIFICATIONS TO PROJECT MANUAL.:

1. Reference Technical Specifications Table of Contents: DELETE Technical Specifications Table
of Contents. ADD Technical Specifications Table of Contents, Revised 05/14/2020. See
attached.

2. Reference Section 012100 — Allowances: DELETE Section 012100, dated 03/31/2020.See
answer to question 1 below.

3. Reference Section 102800 — Toilet Accessories: ADD Section 102800, dated 03/31/2020,
Issued 05/14/2020. See attached.

MODIFICATIONS TO DRAWINGS:
ARCHITECTURAL DRAWINGS:

1. Reference sheet AD103. DELETE Sheet AD103, dated 03/31/2020. ADD Sheet AD103, dated
03/31/2020, Revised 05/14/2020. See attached.

2. Reference Sheet A401. DELETE Sheet A401, dated 03/31/2020. ADD Sheet A401, dated
03/31/2020, Revised 05/14/2020. See attached.

3. Reference Sheet A700. DELETE Sheet A700, dated 03/31/2020. ADD Sheet A700, dated
03/31/2020, Revised 05/14/2020. See attached.

ELECTRICAL DRAWINGS:
None
MECHANICAL DRAWINGS:
None
PLUMBING DRAWINGS:
None
REQUESTED PRODUCT APPROVALS:

1. Approved Manufacturer Addition: The lighting manufacturer Visioneering has been added as an
approved equal to the Light Fixture schedule on Sheet E002. See attached lighting schedule
from CAL+D dated 05/11/2020.

QUESTIONS FROM CONTRACTORS:

1. Question: Allowance No. 1: Include an allowance of $850 per leaf for each door for the
purchase and delivery of door hardware. Installation of the door hardware shall be
included in the base bid. What doors is this referencing?

a. Answer: Disregard Allowance No. 1. Door hardware is not included in this
project scope. See above modification to the Project Manual.
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2. Question: Are the bathroom accessories to be priced? There is an accessory legend
but no specifications. Or should we price the toilet partitions only? Please advise.
a. Answer: Please see Specification section 102800 — Toilet Accessories
attached to this addendum. See above modification to the Project Manual.

END OF ADDENDUM NO. 1
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Meeting Report

University of South Carolina Aiken

Project: Interior Renovations for Arts, Humanities, and Social Sciences Building
State Project Number: H29-1357
Owner: University of South Carolina Aiken
Date: 05/13/2020
Attendees: See attached Attendance Sheet
MARK DISCUSSION / ACTION
05/13/2020 Kristen Moss, USC Procurement opened the meeting and welcomed the group
to the Pre-Bid Conference. She introduced Brian Enter, USC Aiken Facilities
Director, Jerry Knox, USC Project Manager, and Taylor Beaudrot, Studio 2LR.
Kristen Moss, Procurement Manager, USC Department of Facilities, continued
the meeting.

1. She indicated to the group that this is a Pre-Bid Conference for State
Project Number H29-1357, Interior Renovations for Arts, Humanities, and
Social Sciences Building at USC Aiken.

2. Ms. Moss led a roll call to gather attendee’s names and contact
information. Ms. Beaudrot recorded this information. See attached
Attendance sheet.

3. Ms. Moss briefly described the scope of the project, to include the
interior renovation of corridors on the first and second floors and two
sets of stairs as the base bid. She indicated this project has one
alternate, the renovation of the second floor men’s and women'’s toilets.

4. She informed the group that the contract documents are binding, and
all bidders must read and review all bid documents.

5. Ms. Moss indicated that all statements made by the A/E contact and
USC representatives in this meeting are for the sole purpose of calling
attention to particularly important aspects of the contract documents.
All questions and requests for substitutions must be submitted in
writing to the A/E contact. All responses to questions and substitution
requests will be issued via addenda.

6. Ms. Moss directed attention to form SE-310.

7. A Bid Security of not less than 5% of the base bid is required.

8. Payment and Performance Bonds are required for the successful
bidder.

9. Prime bidders and subcontractors must be licensed in accordance with
requirements of the South Carolina Contractor’s Licensing Board.

10. The Bid Opening will take place May 28, 2020 at 925 Gadsden St,
Columbia, SC. Ms. Moss indicated that bidders will not be permitted to
attend in person, but that they may call in using the same phone
number and access code used for this pre-bid conference call. The
phone number is (800) 753-1965 and the access code is 777-7162.

11. Materials and products listed in the contract documents establish
standards to be met by proposed substitutions. It is the responsibility of
the proposer to prove the proposed substitution meets these standards.
All requests for substitutions must be submitted in writing to the A/E
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12.
13.
14.
15.
16.

17.

18.

19.

20.

21.

22.

23.

contact 10 days prior to bid date. The A/E shall include approved
substitutions in addenda. The A/E’s decision is final.

Ms. Moss indicated it is the bidder’s responsibility to ensure all bid
documents are received.

Bids shall be received at the address indicated on form SE-310.

Bids received after the bid opening will be rejected.

Ms. Moss directed attention to Form SE-330.

Ms. Moss indicated that there is a place to acknowledge the
addendums issued, and to price each alternate separately.

Bids including bid alternates may not be revoked or withdrawn after the
bid opening, and shall remain open for acceptance for a period of 60
days following the bid date. Bid amounts must be shown numerically.
Ms. Moss reminded the group when filling out the bid form, to check
“add to” or “deduct from” for each alternate listed. All requested
alternates must be included for the bid to be considered.

The date of commencement will be established in a notice to proceed
issued by USC.

Work is to be completed in 110 calendar days from the date of
commencement. Liquidated Damages are $150 per calendar day.

Ms. Moss also noted that contractor must meet the insurance
requirements for the project which are found in the AIA A201 document.
Ms. Moss stated that the lowest responsive, responsible bidder will be
selected. Late bids, qualified bids, and bids without sufficient bid
security will be rejected.

Ms. Moss informed the group that all lines of communication during the
bidding process should be through the A/E Contact in writing.

05/13/20.2 Brian Enter, Facilities Director, USC Aiken, spoke to the group

1. Mr. Enter informed the group that site visits can be scheduled by
appointment. He informed the group that further instructions for
scheduling a site visit were listed on the SE-310 form.

2. Mr. Enter stated that all answers to questions asked at this pre-bid
conference call and at any site visits are not binding, and indicated that
all questions should be submitted to the A/E contact in writing.

05/13/20.3 Taylor Beaudrot, Studio 2LR, described the project scope.

1.

2.

5.

She indicated that this is a renovation project for the Arts, Humanities,
and Social Science building at USC Aiken.

Base bid includes approximately 10,800 square feet of renovation to
the corridors, vending alcoves, vestibules, and stairways. This includes
new flooring, paint, wallcovering, stair treads, and some decorative
lighting. The only ceiling work in the base bid is in the vending alcoves.
Alternate 1 includes the renovation of the second floor men’s and
women’s group toilets. The toilet renovation will be a fixture-for-fixture
replacement with new toilets, urinals, sinks, toilet partitions, floor tile,
wall tile, paint, ACT ceilings, mirrors, vanities, and lighting.

Ms. Beaudrot requested all substitution requests and questions be
submitted in writing to her email address, tbeaudrot@studio2ir.com.
She indicated that her contact information was also listed on form SE-
310 in the project manual.

Ms. Beaudrot informed the group that Addendum 1 will be issued
Thursday May 14, 2020. She requested all questions and substitution
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requests be submitted in writing no later than Monday, May 18, 2020 by
5:00 PM EST. The final addendum for this project will be issued no
later than Thursday, May 21, 2020 at 10:00 AM EST.

6. Ms. Beaudrot opened the floor for questions. None were asked.

If there are any clarifications or corrections to the above meeting minutes, please advise Studio 2LR
within 3 days of the date of this report in writing.
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Attendee List

University of South Carolina Aiken

Project: Interior Renovations for Arts, Humanities, and Social Sciences Building
State Project Number: H29-1357
Owner: University of South Carolina Aiken
Date: 05/13/2020
NAME COMPANY PHONE # EMAIL ADDRESS

John Bartlett

Landmark Builders 803-661-9920

jbartlett@landmarkbuilders.com

Catherine Mashburn 843-371-0009 Cpoplin@mashburnconstruction.com

Poplin Construction

Tim RD Brown 803-279-3176 ttroutman@browntrusted.com

Troutman Contractors

Josh Fuller Satchel 843-654-9250 josh@satchelconstruction.com
Construction ext. 9

Carl First Class 803-626-6808 cpellington@fccon.com

Pellington Construction

Katherine Centennial 706-969-5054 ksanders@cce-inc.com

Sanders Contractors

Barrett Contract 706-667-9033 barrettb@contractmgmtinc.com

Bowden Management Inc.

Ford Tupper

Sumwalt

803-409-9170

ftupper@sumwalt.com

Kristina Premier Construction | 803-663-5541 kristina@premiercsinc.com
Cato Services Inc.

Jason Solid Structures 803-926-0298 jgauntt@solidstructures.info
Gauntt

Jeremy Farmer Construction | 803-728-0964 jeremy@fclic.biz

Jenkins

David M Dillon Construction | 803-609-0538 david@mdillonconstruction.com
Truluck

Bob Jordan Bear Steele Global 843-364-0066 jordanr@bearsteele.com

Troy Murphy

WTM Construction

803-309-1169

wtmconstruction@att.net

Furman
McElmurray

Guy Smith
Construction

803-819-3661

quysmith@mindspring.com
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Jennifer Mika Contracting Inc | 803-497-8165 jennifer@mikacontracting.com
Shockley

Jonathan Harris Flooring 864-934-2325 jbrissey@harriscarpets.com
Brissey

Wade Gillam & Associates 803-643-8170 wade@gillamandassociates.com
Bozeman

Allen CCS Builders Inc. 864-992-0177 allen@ccsbuildersinc.com
Dionne

Kristen USC Procurement 803-528-0250 kbmoss@mailbox.sc.edu
Moss

Brian Enter USC Aiken Facilities 803-641-3254 brianen@usca.edu

Jerry Knox USC Facilities 803-260-2361 Knoxjl3@mailbox.sc.edu
Taylor Studio 2LR 803-233-6602 tbeaudrot@studio2Ir.com
Beaudrot

If there are any clarifications or corrections to the above attendee list, please advise Studio 2LR within 3
days of the date of this report in writing.
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Technical Specifications — Revised 05/14/2020

| Division  Section Title Pages |
Division 01 - General Requirements
011000 Summary 6
012300 Alternates 2
012500 Substitution Procedures 4
012600 Contract Modification Procedures 3
012900 Payment Procedures 5
013100 Project Management And Coordination 8
013200 Construction Progress Documentation 6
013233 Photographic Documentation 2
013300 Submittal Procedures 9
014000 Quality Requirements 9
014200 References 9
015000 Temporary Facilities And Controls 8
016000 Product Requirements 5
017300 Execution 7
017700 Closeout Procedures 6
Division 02 - Existing Conditions
024119 Selective Demolition 8
Division 03 - Concrete
035416 Hydraulic Cement Underlayment 4
Division 06 - Wood, Plastics, And Composites
061000 Rough Carpentry 9
064116 Plastic-Laminate-Faced Architectural Cabinets 13
Division 07 - Thermal And Moisture Protection
079200 Joint Sealants 11
Division 08 - Openings
081213 Hollow Metal Frames 7
Division 09 - Finishes
092216 Non-Structural Metal Framing 8
092900 Gypsum Board 8
096513 Resilient Wall Base And Accessories 5
096519 Resilient Tile Flooring 6
099123 Interior Painting 14
Division 10 - Specialties
102113.17 Phenolic-Core Toilet Compartments 6

102800 Toilet Accessories



Division 26 — Electrical

260500
260510
260923
262000
265100

Electrical, General

Electrical Demolition

Occupancy Sensor Lighting Controls
Interior Wiring Systems

Lighting Systems

Division 28 — Electronic Safety and Security

283110

Fire Alarm System

END OF TABLE OF CONTENTS
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UofSC Aiken
Interior Renovations for Arts, Humanities and Social Sciences Building Issued for Bidding
Aiken, South Carolina March 31, 2020

SECTION 102800 — TOILET ACCESSORIES — Issued 05/14/2020

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and
Supplementary Conditions and Division 01 Specification Sections, apply to this
Section.
1.2 SUMMARY
A.  Section Includes:
1. Private-use bathroom accessories.
1.3 ACTION SUBMITTALS
A.  Product Data: For each type of product indicated. Include the following:
1. Construction details and dimensions.
Anchoring and mounting requirements, including requirements for cutouts in
other work and substrate preparation.
3. Material and finish descriptions.
4. Features that will be included for Project.

5. Manufacturer's warranty.

B. Samples: Full size, for each accessory item to verify design, operation, and finish
requirements.

1. Approved full-size Samples will be returned and may be used in the Work.

C. Product Schedule: Indicating types, quantities, sizes, and installation locations by
room of each accessory required.

1. Identify locations using room designations indicated.
2. Identify products using designations indicated.

1.4 INFORMATIONAL SUBMITTALS

A.  Warranty: Sample of special warranty.

1.5 CLOSEOUT SUBMITTALS

A. Maintenance Data: For toilet and bath accessories to include in maintenance manuals.

TOILET, BATH, AND LAUNDRY ACCESSORIES 102800 - 1
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1.6 QUALITY ASSURANCE

A. Source Limitations: For products listed together in the same Part 2 articles, obtain
products from single source from single manufacturer.

B. Electrical Components, Devices, and Accessories: Listed and labeled as defined in
NFPA 70, by a qualified testing agency, and marked for intended location and
application.

1.7 COORDINATION

A.  Coordinate accessory locations with other work to prevent interference with clearances
required for access by people with disabilities, and for proper installation, adjustment,
operation, cleaning, and servicing of accessories.

B. Deliver inserts and anchoring devices set into concrete or masonry as required to
prevent delaying the Work.

1.8 WARRANTY

A.  Special Mirror Warranty: Manufacturer's standard form in which manufacturer agrees

to replace mirrors that develop visible silver spoilage defects and that fail in materials

or workmanship within specified warranty period.

1. Warranty Period: 15 years from date of Substantial Completion.

PART 2 - PRODUCTS

2.1 MATERIALS

A. Stainless Steel: ASTM A 666, Type 304, 0.031-inch (0.8-mm) minimum nominal
thickness unless otherwise indicated.

B. Brass: ASTM B 19, flat products; ASTM B 16/B 16M, rods, shapes, forgings, and flat
products with finished edges; or ASTM B 30, castings.

C. Steel Sheet: ASTM A 1008/A 1008M, Designation CS (cold rolled, commercial steel),
0.036-inch (0.9-mm) minimum nominal thickness.

D. Fasteners: Screws, bolts, and other devices of same material as accessory unit and
tamper-and-theft resistant where exposed, and of galvanized steel where concealed.

E. Chrome Plating: ASTM B 456, Service Condition Number SC 2 (moderate service).

F. Mirrors: ASTM C 1503, Mirror Glazing Quality, clear-glass mirrors, nominal 6.0 mm
thick.

TOILET, BATH, AND LAUNDRY ACCESSORIES 102800 - 2



UofSC Aiken
Interior Renovations for Arts, Humanities and Social Sciences Building Issued for Bidding
Aiken, South Carolina March 31, 2020

G. ABS Plastic: Acrylonitrile-butadiene-styrene resin formulation.

2.2 WASHROOM ACCESSORIES

A. Manufacturers: Subject to compliance with requirements, available manufacturers
offering products that may be incorporated into the Work include, but are not limited to,

the following:

1. A & J Washroom Accessories, Inc.

2. American Specialties, Inc.

3. Bobrick Washroom Equipment, Inc.

4. Bradley Corporation.

5. GAMCO Specialty Accessories; a division of Bobrick Washroom Equipment, Inc.

B. Toilet Tissue (Roll) Dispenser TA-1
1. Provided and installed by Owner’s Vendor, coordinated by GC
2. Any required blocking by General Contractor.

C. GrabBar TA-2, TA-3, TA4
1. Basis-of-Design Product: Bobrick B5806x42, B5806x36, B5806x18
2. Mounting: Flanges with concealed fasteners.
3. Material: Stainless steel, 0.05 inch thick.
a. Finish: Smooth, No. 4, satin finish.
4, Outside Diameter: 1-1/4 inches.
5. Configuration and Length: As indicated on Drawings.

D. Soap Dispenser TA-5
1. Provided and installed by Owner’s Vendor, coordinated by GC
2. Any required blocking by General Contractor.

E. Mirror Unit TA-6:
1. Basis-of-Design Product: Bobrick B-165 2436
2. Size: 24"x36”
3. Mounting: Surface Mounted

F. Paper Towel Dispenser TA-7:
1. Provided and installed by Owner’s Vendor, coordinated by GC
2. Any required blocking by General Contractor.

G.  Utility Shelf TA-8:
1. Basis-of-Design Product: Bobrick B-239
2. Mounting: Surface Mounted.

H. Coat Hook TA-9:
1. Basis-of-Design Product: Bobrick B-2116
2. Mounting: Surface mounted.

l. Surface Mounted Sanitary Napkin Disposal TA-10:
1. Provided and installed by Owner’s Vendor, coordinated by GC

TOILET, BATH, AND LAUNDRY ACCESSORIES 102800 - 3
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2. Any required blocking by General Contractor.

J. Baby Changing Station TA-11:
1. Basis of Design: Koala Kare KB200
2. Mounting: Surface Mounted
3. Coordinate blocking in wall.

K. Full Length Mirror Unit TA-12:
1. Basis of Design: Bobrick B-165 2460
2.  Size: 24”x60”
3. Mounting: Surface Mounted

L. Electric Hand Dryer TA-13:
1. Basis of Design: XLERATOR®Hand Dryer - Model XL-SB Brushed Stainless
Steel Cover or equal
2. Mounting: Surface Mounted
3 Coordinate location of electrical

2.3 FABRICATION
A. General: Fabricate units with tight seams and joints, and exposed edges rolled. Hang
doors and access panels with full-length, continuous hinges. Equip units for concealed
anchorage and with corrosion-resistant backing plates.
B. Keys: Provide universal keys for internal access to accessories for servicing and
resupplying. Provide minimum of six keys to Owner's representative.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install accessories according to manufacturers' written instructions, using fasteners
appropriate to substrate indicated and recommended by unit manufacturer. Install
units level, plumb, and firmly anchored in locations and at heights indicated.

B. For all accessories to be provided by Owner, carefully coordinate with Owner at
beginning of each phase for delivery of accessories. Owner’'s vendor will need a
minimum of 3 weeks’ notice for accessories order and delivery.

C. Grab Bars: Install to withstand a downward load of at least 250 Ibf (1112 N), when
tested according to ASTM F 446.

3.2 ADJUSTING AND CLEANING

A. Adjust accessories for unencumbered, smooth operation. Replace damaged or
defective items.
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B. Remove temporary labels and protective coatings.

C. Clean and polish exposed surfaces according to manufacturer's written
recommendations.

END OF SECTION 102800
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GENERAL DEMOLITION NOTES

1. EXISTING CONDITIONS AND DEMOLITION NOTES BASED ON EXISTING DRAWINGS BUT NOT ON AS BUILTS. GENERAL
CONTRACTOR TO FIELD VERIFY CONDITIONS PRIOR TO START OF CONSTRUCTION. IF GENERAL CONTRACTOR
DISCOVERS EXISTING CONDITIONS DIFFER FROM THOSE SHOWN, NOTIFY OWNER OR ARCHITECT IMMEDIATELY.

2. GENERAL CONTRACTOR TO PROTECT ALL ADJACENT SURFACES TO REMAIN FROM DAMAGE DURING DEMOLITION.
GENERAL CONTRACTOR TO REPAIR/REPLACE ANY ADJACENT SURFACES DAMAGED DURING CONSTRUCTION TO
MATCH ORIGINAL CONDITIONS.

SELECTIVE DEMOLITION

1. DEMOLISH AND REMOVE EXISTING CONSTRUCTION ONLY TO THE EXTENT REQUIRED BY NEW CONSTRUCTION AND
AS INDICATED. USE METHODS REQUIRED TO COMPLETE THE WORK WITHIN LIMITATIONS OF GOVERNING
REGULATIONS.

2. PROCEED WITH SELECTIVE DEMOLITION SYSTEMATICALLY, FROM HIGHER TO LOWER LEVEL.

3. DISPOSE OF DEMOLISHED ITEMS AND MATERIALS PROMPTLY. EXCEPT FOR ITEMS OR MATERIALS INDICATED TO BE
REUSED, SALVAGED, REINSTALLED, OR OTHERWISE INDICATED TO REMAIN, REMOVE DEMOLISHED MATERIALS FROM
SITE AND LEGALLY DISPOSE OF THEM IN AN EPA-APPROVED LANDFILL. DO NOT ALLOW DEMOLISHED MATERIALS TO
ACCUMULATE ON-SITE.

4. DO NOT USE CUTTING TORCHES UNTIL WORK AREA IS CLEARED OF FLAMMABLE MATERIALS. MAINTAIN PORTABLE
FIRE SUPPRESSION DEVICES DURING FLAME-CUTTING OPERATIONS.

5. MAINTAIN ADEQUATE VENTILATION WHEN USING CUTTING TORCHES.

6. REMOVE DECAYED, VERMIN-INFESTED, OR OTHERWISE DANGEROUS OR UNSUITABLE MATERIALS AND PROMPTLY
DISPOSE OF OFF-SITE.

7. LOCATE SELECTIVE DEMOLITION EQUIPMENT AND REMOVE DEBRIS AND MATERIALS SO AS NOT TO IMPOSE
EXCESSIVE LOADS ON SUPPORTING WALLS, FLOORS OR FRAMING.

8. ALL SURFACES TO BE DEMOLISHED AND PREPPED FOR NEW. TO BE PREPPED ACCORDING TO NEW FINISHES
MANUFACTURERS WRITTEN INSTRUCTIONS.

UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS

1. EXISTING SERVICES/SYSTEMS: MAINTAIN EXISTING SERVICES AND PROTECT THEM AGAINST DAMAGE DURING
SELECTIVE DEMOLITION OPERATIONS.

2. SERVICE/SYSTEM REQUIREMENTS: LOCATE, IDENTIFY, DISCONNECT AND SEAL OR CAP OFF INDICATED UTILITY
SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS SERVICING AREAS TO BE SELECTIVELY DEMOLISHED.

MASONRY
1. DEMOLISH IN SMALL SECTIONS. CUT MASONRY AT JUNCTURES WITH CONSTRUCTION TO REMAIN, USING POWER-
DRIVEN SAW, THEN REMOVE MASONRY BETWEEN SAW CUTS.

CLEANING

1. CLEAN ADJACENT STRUCTURES AND IMPROVEMENTS OF DUST, DIRT AND DEBRIS CAUSED BY SELECTIVE
DEMOLITION OPERATIONS. RETURN ADJACENT AREAS TO CONDITION EXISTING BEFORE SELECTIVE DEMOLITION
OPERATIONS BEGAN.

TEMPORARY SHORING

1. PROVIDE AND MAINTAIN SHORING, BRACING AND STRUCTURAL SUPPORTS AS REQUIRED TO PRESERVE STABILITY
AND PREVENT MOVEMENT, SETTLEMENT, OR COLLAPSE OF CONSTRUCTION AND FINISHES TO REMAIN, AND TO
PREVENT UNEXPECTED OR UNCONTROLLED MOVEMENT OR COLLAPSE OF CONSTRUCTION BEING DEMOLISHED.
STRENGTHEN OR ADD NEW SUPPORTS WHEN REQUIRED DURING PROGRESS OF SELECTIVE DEMOLITION.

DEMOLITION PLAN NOTES

DP1. REMOVE EXISTING CERAMIC FLOOR TILE COMPLETE. PREPARE SUBFLOOR FOR CERAMIC FLOOR TILE

DP2. REMOVE EXISTING CEILING SYSTEM COMPLETE INCLUDING ACOUSTICAL CEILING TILE, GRID, GRILLS, AND
LIGHTS

DP3. REMOVE EXISTING CERAMIC BASE COMPLETE. PREPARE WALL FOR FINISHES.

DP4. REMOVE EXISTING TOILET ACCESSORIES. DELIVER TO OWNER.

DP5. REMOVE EXISTING TOILET PARTITIONS COMPLETE. PATCH AND REPAIR WALLS FOR TOILET PARTITIONS.

DP6. REMOVE EXISTING SINKS AND VANITIES COMPLETE. PATCH AND REPAIR WALLS FOR SINKS AND VANITIES.

DP7. REMOVE EXISTING TOILETS AND URINALS COMPLETE.

DP8. REMOVE EXISTING VINYL TILE COMPLETE. PATCH, REPAIR AND PREPARE SUBFLOOR FOR VINYL TILE.

DP9. REMOVE EXISTING RUBBER BASE COMPLETE. PATCH, REPAIR AND PREPARE WALL FOR RUBBER BASE.

DP10. PREPARE EXISTING GYPSUM BOARD WALLS FOR PAINT.

DP11. REMOVE EXISTING VINYL STAIR TREADS COMPLETE AT STAIR. PATCH, REPAIR AND PREPARE STAIR
SUBSTRATE FOR VINYL STAIR TREADS

DP12. PREPARE EXISTING STAIR HANDRAIL, PICKETS, RISERS, STRINGER. CLEAN, SCRAPE, REPAIR AND PREPARE
FOR PAINT.

DP13. REMOVE EXISTING DOOR, TRANSOM, AND FRAME COMPLETE. EXPAND OPENING TO 5'-0" W X 8-0" H AND
PREPARE FOR NEW FRAME. PATCH AND REPAIR WITH NEW SHEET ROCK FLUSH WITH ADJACENT SURFACES.

DP14. REMOVE EXISTING ELEVATED FLOOR COMPLETE. PATCH, REPAIR, AND PREPARE SUBFLOOR FOR VINYL TILE.

DP15. REMOVE EXISTING COUNTER AND BRACKETS. PATCH, REPAIR, AND PREPARE WALLS FOR VINYL
WALLCOVERING.

DP16. PREPARE EXISTING ELEVATOR DOORS FOR PAINT.
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FINISH SPECIFICATION

TAG ITEM MANUFACTURER DESCRIPTION SIZE NOTES
CARPET (CPT) m
_ _ , INSTALL IN MONOLITHIC PATTERN: SCHLUTER RENO-U AEU100 AT
CPT1 WALKOFF CARPET MILLIKEN PATTERN: OBEX LOOP STACK; COLOR: DARK BLUE 50CM X 50CM FLOOR TRANSITION 7O LvT O _
o
TILE (T) i = O
2 s
_ _ _ . A INSTALL IN HORIZONTAL STACK BOND PER INTERIOR ELEVATIONS; D Sroad
T1 PORCELAIN TILE INTERCERAMIC PATTERN: IC BRITES: COLOR: JET BLUE 4 1/4" L X 12 1/4" W: 1/4" THICK ALIGN GROUT JOINTS WITH 2LOOR TILE JOINTS: LISE GT1 i 223
) | az<8xy
_ _ _ . A INSTALL IN HORIZONTAL STACK BOND PER INTERIOR ELEVATIONS; oILaoY
T2 PORCELAIN TILE INTERCERAMIC PATTERN: IC BRITES: COLOR: WHITE 4 1/4" L X 12 1/4" W: 1/4" THICK ALIGN GROUT JOINTS WITH 2LOOR TILE JOINTS: LISE GT1 I_ 2 3 = C5>
D ol llNe) )
EYD®
INSTALL IN STACK BOND PER FINISH PLAN: RUN LENGTH PLAN NORTH U) "N 0a o
_ _ _ \ e TO PLAN SOUTH: CENTER PATTERN IN ROOM: ALIGN GROUT JOINTS
T3 PORCELAIN TILE ATLAS CONCORDE PATTERN: FRAY; COLOR: SMOKE 121 X 24" W; 38" THICK | \yiT1{ WALL TILE GROUT JOINTS ON PLAN EAST AND PLAN WEST WALLS:
USE GT1: SCHLUTER RENO-U AEU100 AT FLOOR TRANSITION TO LVT U
GROUT (GT) )
GT1 GROUT LATICRETE COLOR: 78 STERLING SILVER - "'6
LUXURY VINYL TILE (LVT) )
COLLECTION: iD LATITUDE ABSTRACT; PATTERN: STRIA MARBLE: . . INSTALL RUNNING PLANKS ALL IN SAME DIRECTION AS INDICATED ON
LVTT VINYL TILE TARKETT COLOR: PLSM 5102 NIMBUS 6"L X 36" W FINISH PLANS, STAGGERED END JOINTS 12" FROM END JOINTS.
. . . . . INSTALL RUNNING PLANKS ALL IN SAME DIRECTION AS INDICATED ON
LVT2 VINYL TILE TARKETT PATTERN: COLORGRAIN; COLOR: CASCADES 6" L X 36" W FINISH PLANS. STAGGERED END JOINTS 12 FROM END JOINTS,
PAINT (P)
P1 WALL PAINT SHERWIN WILLIAMS COLOR: SW 7029 AGREEABLE GRAY: FINISH: EGGSHELL -
P2 WALL PAINT SHERWIN WILLIAMS COLOR: SW 7029 AGREEABLE GRAY: FINISH: SEMIGLOSS -
P3 WALL PAINT SHERWIN WILLIAMS COLOR: SW 7587 ANTIQUE RED; FINISH: EGGSHELL -
P4 WALL PAINT SHERWIN WILLIAMS COLOR: SW 9138 STARDEW: FINISH: EGGSHELL - (R
@ Columbia, SC
P5 WALL PAINT SHERWIN WILLIAMS COLOR: SW 6515 LEISURE BLUE: FINISH: EGGSHELL -
P6 WALL PAINT SHERWIN WILLIAMS COLOR: SW 6244 NAVAL; FINISH: EGGSHELL - NN TN TN TN TN T
P7 METAL FRAME PAINT SHERWIN WILLIAMS COLOR: SW 7674 PEPPERCORN; FINISH: SATIN - <\ METAL FRAMES AT VENDING A'ﬁ%@% DOOR FRAMES AT ROOMS 211 .
A A A ) A oA ] \\\gSOUTH%
P8 METAL TRIM PAINT SHERWIN WILLIAMS COLOR: SW 6244 NAVAL: FINISH: SATIN - ELEVATOR DOORS AND HANDRAILS Sk R
£ § 162
WALLCOVERING (WC) =l J
wCH VINYL WALLCOVERING MAHARAM PATTERN: PLOT 399605; COLOR: 013 POPPY WIDTH: 54" % é‘ 3 i
/,/"’1 A .D 'V\ \\“"Q\
) 0
WC2 VINYL WALLCOVERING EYKON PATTERN: OCEAN DRIVE; COLOR: A191-321 CARLYLE WIDTH: 54" ""“'wm“\“; \2 v
3
PLASTIC LAMINATE (PL)
PL1 PLASTIC LAMINATE WILSONART PATTERN: SATIN STAINLESS 4'W X 8L APRONS AT ALL VANITIES
SOLID SURFACE (SS) 3:'
SS1 SOLID SURFACE CORIAN CARBON CONCRETE - é 8
<
BASE (B) < o
2 o3 <
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< Ll
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- _— |
®
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LRTH - INTELLECT

LED Recessed Type H

Project: Calalogue #:

|
woles:

Product Description

An Intellect enabled commercial-grade, recessed, lay-in coffered T-Bar troffer with
modern styling and high visual comfort featuring a single shallow semi-round lens.
This luminaire features standalone occupancy sensor with daylight harvesting or
wireless occipancy/daylight sensor that integrates into the Intellect wireless control
system. For use with indoor applications where low-glare, high-quality and ease of
installation are required. This |C-rated luminaire's low-profile design makes it ideal for
shallow or obstructed plenum applications.

Features Applications
« Shallow design « Office Areas

« Extruded acrylic lens * Retail Stores

« Standard low voltage dimming (0-10v) « Classrooms

+ 80+ CRI * Hospitals

« Available in 1x4, 2x2, and 2x4 configurations * Nursing Homes

* For use in insulated ceilings
* Room side access for driver compartment
« Intellect occupancy/daylight sensor

Featured Options

* Emergency lighting battery pack
* Optional basket/lenses (see ordering key)

Optical System

Round linear ribbed frosted acrylic diffuser, offers high levels of efficiency and visual comfort.
Indirect reflectors are precision formed and contoured to provide soft, lowglare, indirect
illumination, while maintaining high-efficiency and a wide, uniform light distribution. Other lens
options available (see ordering key on page 2).

Mounting

This luminaire has been specifically designed for T-Bar applications. Holes provided
for chain-mounting support to building structure with integral earthquake clips.

Construction
Die-formed, code gauge steel housing. Precision-formed steel reflector.

Finish
White, polyester powder painted housing.

Electrical

Long life LEDs coupled with high efficiency drivers provide quality illumination.
Rated to deliver L8O performance > 50,000 hours.

Control

Two Integrated control fixtures available (see ordering key on page 2). The Intellect in-fixture
solo occupancy sensor with daylight harvesting and the Intellect in-fixture wireless occupancy/
daylight sensor that integrates into the Intellect wireless control system.

Warranty

5 year limited warranty. For complete warranty terms visit:
http://viscor.com/assets/Viscor_LED_Warranty.pdf

P95 Option

Approvals

Approved to CSA/UL standards. UL listed for
insulated ceilings.

Tested in accordance to IESNA LM-79.
Suitable for damp locations.

DesignLights Consortium® Qualified

Al configurations may not be DLC qualified.

Check v sianlights.ora/QPL for qualified configurations.
Dimensions
Top View:
f A 1
End View:
—B—

1
B
-

Configuration

47 3/4"  113/4" 21/2"
23 3/4" 233/4" 21/2"
47 3/4”  233/4" 21/2"

Consult installation guide for exact dimensions.

Viscor 35 Oak St. Toronto, ON M9N 1A1

I
VISCOR |aLEV|T°N: Phone: (416) 245-7991 | Fax: (416)245-4778 | www.viscor.com

company Due to our commitment to provide the latest technology, specifications and dala subject to change without notice. 04/06/2020

Submitted On: May 11, 2020 1/2
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LRTH - INTELLECT

- LED Recessed Type H

Project:

Calalogue #:

Notes:

Order Key

[LRT[A]_ |- [e0]

T JTow ] ]

UNV - 120-277V

||
8 - 80-89
CCT

35K - 3500K

Size
(Width x
Length)
22
2
= Nominal
Size Lomans Watts
1x4 4000 29
2x2 3200 23
4000 29
2x4
\ 5000 34

Flange Kits (Ordered Separately)

Item No.
KIT00136
KIT00137
KIT00138

Lens Options

40K - 4000K VA9(LVO01) - Intellect Wireless

Occ/Daylight
Nominal V99(LVO02) - Intellect Solo
Occ/Daylight

Lumens
% 040L- 4000

& 032L- 3200

+ 040L- 4000
& 050L- 5000

L—x 7 |

In-fixture Sensor-Leviton

In-fixture Sensor-Leviton

Ewm

Driver Opti
B39 Emergency Lighting Battery Pack - LED

Lens Options

Round Ribbed Frosted Acrylic Standard
P95 Frosted Polycarbonate Square Lens

Other options may be available, consult factory.

L— |

STANDARD LENS

OPTIONAL P95 LENS

VISCOR |LEVIToN.

Viscor 35 Oak St. Toronlo, ON M9N 1A1
Phone: (416) 245-7991 | Fax: (416)245-4778 | www.viscor.com
Due to our commitment to provide the lalest technology, specifications and data subject to change without notice.

04/06/2020

Submitted On: May 11, 2020
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Catalog Number:

LCOM-N-48-8-35K-050L-UNV-P95

Notes:

Type:

C

COL20-49776

LCOMN Square

\ o
¥ VisionesmnG

LED Commercial Type N by VISCOR
Project: Catalogue #: Type:
Notes:

Commercial-grade, LED strip luminaire, Ideal for many applications requiring a 3 l

low-cost, small profile, lighting solution.

« Shallow design » Coves

« Surface or suspension mountable » Parking garages

= Available in nominal length of 24, 48, & 96 * Retail shelving
inches * Industrial racks

+ Continuous raceway and row-mounting « Utility areas
capability

- 80+ CRI

« Standard low voltage dimming (0-10v)

« Speedy hangers

« Aircraft cable set

+ Emergency lighting battery pack

Dimensions

Standard units are supplied with frosted extruded micro-grooved square polycarbonate lens.

Top View

Mounting holes are provided. This product can be surface or suspension mounted. A 1

Die and brake-formed, code gauge, steel housing and ends. Knockouts are provided for conduit

attachment.

End View

White, polyester powder painted housing. —B—

Long life LEDs coupled with high efficiency drivers provide quality illumination. G

Rated to deliver L80 performance > 50,000 hours. Supplied with dimmable drivers (0-10v). J

5 year limited warranty. For complete warranty terms visit:

http://viscor.com/assets/Viscor LED_Warranty.pdf

A B c
! 227/8" | 216" 3

Approved to CSA and UL standards. Tested in accordance to IESNA LM-78. 4 1

Suitable for damp locations. 48" 447/8" | 21/16" 3"

DesignLights Consortium® Qualified. 96" 89 14" | 2116 3

@ @

All configurations may nat be DLC qualified. Check www.

\/ Viscor 35 Oak St Toronto, ON MSN 1A1

org/QPL for qualified

VISCOR  Phone: (416)245-7991 | Fax: (416)245-4778 | www.viscor.com

Consult installation guide for exact dimensions,

08/2612019

Submitted On: May 11, 2020
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Notes:

LCOM-N-48-8-35K-050L-UNV-P95

Type:

C

COL20-49776

LCOMN Square

LED Commercial Type N

\ o
¥ VisionEzmING

by VISCOR

Project:

Catalogue #:

Type:

Notes:

CCT

35K - 3500 K

40K - 4000 K

50K - 5000 K ;
Nominal
Lumens

UNV - 120-277V]|
37 - 337V

P95 - Frosted
Square
Lens

Driver Options

B15

B39

Bi-Level Step Dimming (50/100)t
(Not Available in 24-inch length)
Emergency Lighting Battery Pack-LED
(Not Available in 24-inch length)

el
P96 Plastic End Plate
¥, 020L - 2000
= 020L-2000 W5 Wireguard Light Duty Painted
£ 040L - 4000 | 050L - 5000LM
fg 040L - 4000 V08 Flexible Cord Feed (Single Circuit
080L - 8000 Cord) 6-ft
V68 Microwave Occupancy Sensor *
Mounted Accessories (Ordered Separately) (50% Stand-by Dimming level)
KIT00001 Chain Set (2) 4ft w/ S-hooks.M10
KIT00002 Speedy Hangers (2).M23 " ; diri
KIT00003 Stem & Canopy Set 3/8"IP (2) 4ft.M26 ek to.be used with step dimming (B15)
KIT00043 Aircraft Cable & Canopy Set (2) 4ft.M48 * For pendant mounted applications only.
(Cord not included with the kit) Not for use in surface mount applications.
KIT00044 Stem & Canopy Set Sloped Ceilings (2) 3ft.M29 5 ; o
KIT00045 Stem & Canopy Set Sloped Ceilings (2) 4ft.M29 Nat available for 347V.
KIT00046 Stem & Canopy Set Sloped Ceilings (2) 6ft.M29 * Consult factory for availability with 347V.
KIT00047 Stem & Canopy Set 3/8"IP (2) 2ft.M26 ) . e
KIT00048 Stem & Canopy Set 3/8"IP (2) 11t.M26 Olhler options may b.e avallab_le, consult factory. Specifications and data
KITO0050 Stem & Canopy Set 3/8"IP (2) 3ft.M26 Subjecto change Wittt nofice;
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	102800 fl - toilet accessories
	PART 1 -  GENERAL
	1.1 RELATED DOCUMENTS
	A. Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specification Sections, apply to this Section.

	1.2 SUMMARY
	A. Section Includes:
	1. Private-use bathroom accessories.


	1.3 ACTION SUBMITTALS
	A. Product Data:  For each type of product indicated.  Include the following:
	1. Construction details and dimensions.
	2. Anchoring and mounting requirements, including requirements for cutouts in other work and substrate preparation.
	3. Material and finish descriptions.
	4. Features that will be included for Project.
	5. Manufacturer's warranty.

	B. Samples:  Full size, for each accessory item to verify design, operation, and finish requirements.
	1. Approved full-size Samples will be returned and may be used in the Work.

	C. Product Schedule:  Indicating types, quantities, sizes, and installation locations by room of each accessory required.
	1. Identify locations using room designations indicated.
	2. Identify products using designations indicated.


	1.4 INFORMATIONAL SUBMITTALS
	A. Warranty:  Sample of special warranty.

	1.5 CLOSEOUT SUBMITTALS
	A. Maintenance Data:  For toilet and bath accessories to include in maintenance manuals.

	1.6 QUALITY ASSURANCE
	A. Source Limitations:  For products listed together in the same Part 2 articles, obtain products from single source from single manufacturer.
	B. Electrical Components, Devices, and Accessories:  Listed and labeled as defined in NFPA 70, by a qualified testing agency, and marked for intended location and application.

	1.7 COORDINATION
	A. Coordinate accessory locations with other work to prevent interference with clearances required for access by people with disabilities, and for proper installation, adjustment, operation, cleaning, and servicing of accessories.
	B. Deliver inserts and anchoring devices set into concrete or masonry as required to prevent delaying the Work.

	1.8 WARRANTY
	A. Special Mirror Warranty:  Manufacturer's standard form in which manufacturer agrees to replace mirrors that develop visible silver spoilage defects and that fail in materials or workmanship within specified warranty period.
	1. Warranty Period:  15 years from date of Substantial Completion.



	PART 2 -  PRODUCTS
	2.1 MATERIALS
	A. Stainless Steel:  ASTM A 666, Type 304, 0.031-inch (0.8-mm) minimum nominal thickness unless otherwise indicated.
	B. Brass:  ASTM B 19, flat products; ASTM B 16/B 16M, rods, shapes, forgings, and flat products with finished edges; or ASTM B 30, castings.
	C. Steel Sheet:  ASTM A 1008/A 1008M, Designation CS (cold rolled, commercial steel), 0.036-inch (0.9-mm) minimum nominal thickness.
	D. Fasteners:  Screws, bolts, and other devices of same material as accessory unit and tamper-and-theft resistant where exposed, and of galvanized steel where concealed.
	E. Chrome Plating:  ASTM B 456, Service Condition Number SC 2 (moderate service).
	F. Mirrors:  ASTM C 1503, Mirror Glazing Quality, clear-glass mirrors, nominal 6.0 mm thick.
	G. ABS Plastic:  Acrylonitrile-butadiene-styrene resin formulation.

	2.2 WASHROOM ACCESSORIES
	A. Manufacturers:  Subject to compliance with requirements, available manufacturers offering products that may be incorporated into the Work include, but are not limited to, the following:
	1. A & J Washroom Accessories, Inc.
	2. American Specialties, Inc.
	3. Bobrick Washroom Equipment, Inc.
	4. Bradley Corporation.
	5. GAMCO Specialty Accessories; a division of Bobrick Washroom Equipment, Inc.

	B. Toilet Tissue (Roll) Dispenser TA-1
	1. Provided and installed by Owner’s Vendor, coordinated by GC
	2. Any required blocking by General Contractor.

	C. Grab Bar TA-2, TA-3, TA-4
	1. Basis-of-Design Product:  Bobrick B5806x42, B5806x36, B5806x18
	2. Mounting:  Flanges with concealed fasteners.
	3. Material:  Stainless steel, 0.05 inch thick.
	a. Finish:  Smooth, No. 4, satin finish.

	4. Outside Diameter:  1-1/4 inches.
	5. Configuration and Length:  As indicated on Drawings.

	D. Soap Dispenser TA-5
	1. Provided and installed by Owner’s Vendor, coordinated by GC
	2. Any required blocking by General Contractor.

	E. Mirror Unit TA-6:
	1. Basis-of-Design Product: Bobrick B-165 2436
	2. Size: 24”x36”
	3. Mounting: Surface Mounted

	F. Paper Towel Dispenser TA-7:
	1. Provided and installed by Owner’s Vendor, coordinated by GC
	2. Any required blocking by General Contractor.

	G. Utility Shelf TA-8:
	1. Basis-of-Design Product: Bobrick B-239
	2. Mounting: Surface Mounted.

	H. Coat Hook TA-9:
	1. Basis-of-Design Product:  Bobrick B-2116
	2. Mounting:  Surface mounted.

	I. Surface Mounted Sanitary Napkin Disposal TA-10:
	1. Provided and installed by Owner’s Vendor, coordinated by GC
	2. Any required blocking by General Contractor.

	J. Baby Changing Station TA-11:
	1. Basis of Design:  Koala Kare KB200
	2. Mounting: Surface Mounted
	3. Coordinate blocking in wall.

	K. Full Length Mirror Unit TA-12:
	1. Basis of Design:  Bobrick B-165 2460
	2. Size: 24”x6036”
	3. Mounting: Surface Mounted

	L. Electric Hand Dryer TA-13:
	1. Basis of Design:  XLERATOR® Hand Dryer - Model XL-SB Brushed Stainless Steel Cover or equal
	2. Mounting: Surface Mounted
	3. Coordinate location of electrical


	2.3 FABRICATION
	A. General:  Fabricate units with tight seams and joints, and exposed edges rolled.  Hang doors and access panels with full-length, continuous hinges.  Equip units for concealed anchorage and with corrosion-resistant backing plates.
	B. Keys:  Provide universal keys for internal access to accessories for servicing and resupplying.  Provide minimum of six keys to Owner's representative.


	PART 3 -  EXECUTION
	3.1 INSTALLATION
	A. Install accessories according to manufacturers' written instructions, using fasteners appropriate to substrate indicated and recommended by unit manufacturer.  Install units level, plumb, and firmly anchored in locations and at heights indicated.
	B. For all accessories to be provided by Owner, carefully coordinate with Owner at beginning of each phase for delivery of accessories.  Owner’s vendor will need a minimum of 3 weeks’ notice for accessories order and delivery.
	C. Grab Bars:  Install to withstand a downward load of at least 250 lbf (1112 N), when tested according to ASTM F 446.

	3.2 ADJUSTING AND CLEANING
	A. Adjust accessories for unencumbered, smooth operation.  Replace damaged or defective items.
	B. Remove temporary labels and protective coatings.
	C. Clean and polish exposed surfaces according to manufacturer's written recommendations.
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