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CENTER AISLE HANDRAILS IN SECTIONS 1-9  
WILLIAMS BRICE STADIUM 

UNIVERSITY OF SOUTH CAROLINA 
CP00349450 

 
Addendum One 

June 4, 2012 
 
This addendum modifies the Contract Documents only in the manner and to the extent 
stated herein and shown on any accompanying drawings and will become a part of the 
Contract Documents.  Except as specified or otherwise indicated by this addendum, all 
work shall be in accordance with the basic requirements of the Contract Documents. 

 
GENERAL:  
1.  The Pre-Bid Meeting was held at the 743 Greene Street facility conference room on May 31, 

2012 followed by a visit to the project site. The sign-in sheet of attendees is attached. The 
following items were discussed are hereby part of the contract documents: 

a.  It was determined and stated during this meeting that all questions must be 
submitted to the Architect by end of day Friday 6/1 and the Addenda will be 
posted Monday 6/4. 

b. Contractors call Duane Grooms for pre-bid access to the stadium.               
Phone: 803-777-8506. 

c. The contractor is responsible for providing his own dumpster. 
d. The paint color of the railings will be gray to match the gray at the upper west 

deck. 
 
DRAWINGS: 
1. Sheet A301: 

a. Floor Plan – The bottom half of each seating section does not have any intermediate 
steps as shown on the original plans dated May 7, 2012. See attached revised sheet 
A301, dated 6/1/2012, for additional details and other information.  
 
It is important to note as indicated on the revised details that the core depth for the 
rails shall be 5” deep. Once 4-5 holes have been cored above and below vomitory, the 
contractor shall notify the architect for observation to ensure there is no conflicts with 
rebar, etc. 
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SPECIFICATIONS: 
2. Section 055000 “Metal Fabrications”: Galvanizing of rails will occur after fabrication. All 

railings are to be smooth with NO burrs prior to being hot-dipped. 
3. Section 099113 “Exterior Painting”: Replace section 3.4 A with the following:  

A. Galvanized Metal Pipe Handrails 
1. Primer System: One full coat of Macropoxy 646 Epoxy at 6-10 mils dft. 

a. Make sure to properly prep the metal before priming. Remove all 
debris and contamination. Use heavy duty detergent to remove 
any oils or packing compounds. Rinse with clear water and allow 
it to dry overnight. It is vital that a full coat of 6-10 mils dft is 
applied.  

2. Intermediate Coat:  Acrolon Ultra HP Urethane B65R820/B65V820 
applied at 2-3 mils dft. 

3. Top Coat:  Acrolon Ultra HP Urethane B65R820/B65V820 applied at 2-
3 mils dft. 

 
END OF ADDENDUM 
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