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USC UPSTATE - MODIFICATIONS TO BURROUGHS INDEX OF DRAWINGS
800 UNIVERSITY WAY SPARTANBURG, S.C. 29303
BUSINESS No.
USC - UPSTATE Phone#  864.503.5538 A-0.01

[J City/County B State

[ City

Name of Project:
Address:
Proposed Use:
Owner or Authorized Agent:
Owned By:

Code Enforcement Jurisdiction:

Sheet Name

TITLE SHEET

ARCHITECTURAL SITE PLAN

DEMOLITION PLANS

FLOOR PLAN

DOOR TYPES, DETAILS AND SCHEDULE

WINDOW DETAILS & TYPES, ROOM FINISH SCHEDULES, AND FINISH LEGEND
MECHANICAL PLAN

PLUMBING PLAN

ELECTRICAL PLAN

[] Private
[J County

M o

e
T

A1.00

LEAD DESIGN PROFESSIONAL:
DESIGNER FIRM

864.527.0460
PHONE #

A1.01
As.00
As.01
M-101

Michael Keeshen, Architect
NAME

mike.keeshen@gmcnetwork.com

E-MAIL

Project Mgr Matthew King 864.527.0460 matthew.king@gmcnetwork.com

Goodwyn, Mills & Cawood

PROJECT LOCATION

P-101

YEAR EDITION OF CODE:

[ ] New Construction

2012 International Building Code

E-101

M Renovation (Existing Bldg.) [] Upfit [] Alteration

BUILDING DATA IBC

H V-8B
[] Yes

Construction Type:
Sprinklers:
Standpipes: W No [] VYes
Fire District: B No [] VYes
Building Height: 1 Story
Mezzanine: W No []Yes
High Rise: WM No []Yes

Gross Building Area (sq. ft.):
FLOOR

% g FIRST FLOOR 2,942 0
%{&Iﬁ% & i 3[ @1 .28 / TOTAL 2,942 0

H No

RENO/
UPFIT

2,942
2,942

EXISTING NEW

‘\\@\\\\X ) ALLOWABLE AREA
e Primary Occupancy:

Mixed Occupancy:

B Business 2,942/100 Gross= 30 Occupants

M No

FIRE PROTECTION REQUIREMENTS
Life Safety Plan Sheet #, if provided

_ A0.01

BUILDING ELEMENT

Corridor Separation

NOT RATED, ONLY 1 EXIT REQUIRED <49 OCCUPANTS
0 HOUR

Tenant Separation

c

=z

<

L LIFE SAFETY SYSTEM REQUIREMENTS

(72]

3 Emergency Lighting: [INo M Yes

s Exit Signs: [JNo M Yes

_J: Fire Alarm: [JNo H Yes
Smoke Detection Systems: [INo [ Yes

Campus Edge Apartments
(privately owned)

EXIT REQUIREMENTS
W NUMBER AND ARRANGEMENT OF EXITS
585 1 REQUIRED, 3 PROVIDED EXITS CLEARLY MARKED IN THE SPACE

3/30/2015 1:42:37 PM

Campus Map Legend
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NEW 2'x 25' SCORED CONCRETE SIDEWALK —%—

—— NEW 4'x 6 CONCRETE SIDEWALK

NEW 3’ x 15' SCORED CONCRETE SIDEWALK —=—

NEW 4' x 50' CONCRETE SIDEWALK

— ADA COMPLIANT
CURB AND RAMP T

Q

NEW 2'x 25' SCORED CONCRETE SIDEWALK —%—

~_©

O

_|
|
|
|
|
| REF.
|
|
|
DASHED LINE INDICATES APPROX. |
|
|
.

BE DEMOLISHED

\
AN

85 sf OF CONCRETE SIDEWALK TO \
1 EXISTING SHED \\

—— NEW 4'x100' CONCRETE SIDEWALK

NEW 120 sf CONCRETE SIDEWALK

EXISTING SHED

o :
A N
AT . |
AN N o
| | |
4t -+ —— — = — ARCHITECTURAL SITE LEGEND
NEW 4' CONCRETE SIDEWALK
NEW CONCRETE SIDEWALK, 1" X1 SQUARE
o NEW FLAG POLE
I r— 1 DEMOLISHED CONCRETE SIDEWALK.
- DISCARD OFFSITE
.I é:E-ECIT/ISI-EEOCTU RAL SITE PLAN EXISTING CONCRETE SIDEWALK TO REMAIN
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DEMOLITION KEYED NOTES

DEMOLISH WALL IN ITS ENTIRETY, U.N.O. DEMOLISH EXISTING CASEWORK.

REMOVE UPPER CABINETS. SALVAGE REMOVE EXISTING PLUMBING FIXTURE.
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8-71/2"

@ FOR REUSE. CUT BACK AND CAP EXISTING LINES.
i—fzfzf—L @ REMOVE WINDOWS. CREATE OPENING @ REMOVE EXISTING FLOORING.
L A== FOR NEW STOREFRONT WINDOWS. PREPARE FOR NEW FINISH.

(4) REMOVE DOOR. CREATE OPENING FOR (10) REMOVE FLOOR & WALL TILE.
NEW STOREFRONT WINDOWS. he

@ REMOVE EXISTING DOOR. PREPARE (11) G.C. TO CREATE A FLUSH GYPSUM
FOR NEW DOOR. ~ BULKHEAD @ DEMOLISHED WALL.

@ CREATE NEW FRAMED OPENING. (12) DEMOLISH CEILING WITHIN DASHED

" AREA.

DEMOLITION GENERAL NOTES

1. CONTRACTOR SHALL VERIFY ALL CONDITIONS IN FIELD
PRIOR TO DEMOLITION

2. REFER TO ALL MEP DOCUMENTS FOR FULL SCOPE OF
DEMOLITION
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DEMOLITION PLAN

SCALE: 1/4"=1-0"

‘ 3. PROTECT ANY SALVAGED OR ITEMS THAT ARE TO
@[ | REMAIN ON SITE DURING DEMOLITION
| 4. EXISTING CEILING TILE TO REMAIN IN ALL SPACES U.N.O.
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45/8"

2"~ 35/8"

FRAMING:
35/8"METAL STUDS @ 16" O.C.
22 GA MINIMUM

SHEATHING:
1/2" GYPSUM BOARD EACH SIDE

PARTITION HEIGHT:
BOTTOM OF CEILING

WALL TYPE1

45/8"

L,
1/2" 35/8" 1/2"
T
B 5
FRAMING:
35/8" METAL STUDS @ 16" O.C.
22 GA MINIMUM
SHEATHING:
1/2" GYPSUM BOARD EACH SIDE
e PARTITION HEIGHT:
EXTEND 6" ABOVE CEILING
- L
WALL TYPE 2

8-71/2"

7

NEW TILE WALL
ATTACHED TO
EXISTING WALL

4
A

UNISEX

i

NEW TILE WALL J
ATTACHED TO |
r EXISTING WALL

G - .

P

JAN. CLT.

RENOVATED FLOOR PLAN

SCALE: 1/4"=1-0"
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SCALE:

2 ROOM108 - ENLARGED PLAN

Ol

H Ol EXISTING
- OII

ROOM 108 - INT. ELEV.

SCALE: 1/2"=1-0"

TOILET ACCESSORIES LEGEND

(1] TOILET PAPER DISPENSER, OFCI
2| 36'GRABBAR

42" GRAB BAR

[+]

SOAP DISPENSER, OFCI

24"W X 36"H MIRROR

=] =] [»]

PAPER TOWEL DISP./TRASH RECP., OFCI

MOP SINK

ADA ACCESSIBLE DRINKING FOUNTAIN

*OFCl = OWNER FURNISHED, CONTRACTOR INSTALLED

GYP.BULKHEAD

X4 ACT
0" AFF.

4 ACT |
8-0" AF.F.

N

RENOVATED RCP

1/8" = .Il_oll
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DOORTYPE FRAME TYPE DOOR SCHEDULE
SCALE:1/4"=1-0" SCALE:1/4"=1-0" Door Frame
Door Number Elev Width Height Thk Mat'| Finish Elev Mat'l Finish Fire Rating Head Jamb Sill Comments
" 102 AL~ 3-0" 7' -0" 2" ALUM MANUF. |F2 ALUM MANUF. EX EX EX INSULATED GLASS STOREFRONT DOOR
o oy 50" o 105 WD 3-0" 7' -0" 13/4" WD STN F1 HM PNT H1 Ny S
30" ¢ 2 7 o 30" 2 T T f 106 AL- 3-0" 7' -0" 2" ALUM MANUF. |F2 ALUM MANUF. H2 J2 S3 INSULATED GLASS STOREFRONT DOOR
. | 1 e wl ([T 107 WD-1 3-0" 7-0" 13/4" WD STN F1 HM PNT Hi N St
Ml % f 108 WD-1 3-0" 7' -0" 13/4" WD STN F1 HM PNT H1 A S1
% 108A WD-1 3-0" 7' -0o" 13/4" WD STN F1 HM PNT H1 A S2
// i 109 WD-1 3-0" 7' -0" 13/4" WD STN F1 HM PNT H1 1 S
= [e)
° ol 2 ’ T % w9 110 WD 3-0" 7' - 0" 13/4" WD STN F1 HM PNT H1 N} St
N m WD-1 3-0" 7' -0" 13/4" WD STN Fi HM PNT H1 1 S1
\\ N3 WD-1 3-0" 7' -o" 13/4" WD STN F1 HM PNT H1 R S
ol v 14 WD-1 3 -0" 7' -0" 13/4" WD STN Fi HM PNT H1 N} S
o 15 WD-1 3-0" 7' - 0" 13/4" WD STN F1 HM PNT H1 A S1
AL-1 Fi F2 16 AL 3-0" 70" 2" ALUM |MANUF. |F2 ALUM  |MANUF. Ho J2 S3 INSULATED GLASS STOREFRONT DOOR
FLUSH SOLID CORE ALUMINUM DOOR NEW HOLLOW METAL NEW HOLLOW METAL n7 WD 3-0o 7-0" 13/4" WD STN F1 HM PNT H1 A S1
WOOD VENEER WITH 5/8" INSULATED FRAME FRAME
POOR GLASS DOOR * LOCKSETS: CURBIN / RUSSWIN CYLINDRICAL LOCKSETS. KEYWAY A1 KEYED BY OWNER
1 SCALE: 1/4"=1-0"
,  WALLWIDTH L, WALLWIDTH
1 7 1 7
T S S
| |l s/8"GYPSUMBOARD ; = 5/8' GYPSUM BOARD
| WALLFINISH - SEE SCHEDULE o WALLFINISH - SEE SCHEDULE -1 EXISTINGSTRUCTURE
T T METAL STUDS AT 16" O.C. | METALSTUDS AT16" OC. 1" INSULATED GLASS
5 WITH DOUBLE STUDS AT = WITH DOUBLE STUDS AT
B M JAMBS, TYPICAL ﬂ JAMBS, TYPICAL
B FRAMING ANCHORS AT JAMB 5}\\ B ] jfo FRAMING ANCHORS AT JAMB [
= - - 5 —— ALUMINUM STOREFRONT
N TH_J I8l _nr HOLLOW METAL FRAME WITH N jIII_J J HOLLOW METAL FRAME WITH ———
] - L DOUBLE BACKBEND ] ’» ’ DOUBLE BACKBEND U\ ‘\
o o I—I ——— CONT. SEALANT AND BACKER ROD
N | | N | | ——— DOOR STOP AND WEATHERSTRIPPING > EACH SIDE
§ §§ \\U]_\{ —— SHIM AS REQUIRED, TYP.
k \\ |_— ALUMINUM STOREFRONT ALUMINUM STOREFRONT
k DOOR AS SCHEDULED s\ DOOR AS SCHEDULED / MEDIUM STILE DOOR - SEE
SCHEDULE [ ——— DOOR STOP
W AN h=i
WALL WIDTH WALL WIDTH  VEDIUMSTILE DOOR - SEE
— PLUS11/8" — — PLUS11/8" — P SCHEDULE

2 H

SCALE: 3"=1-0"

—— DOOR FRAME BEYOND

6 S

SCALE: 3"=1-0"

SCHEDULED DOOR

| —— CARPET

CONCRETE SLAB

J1

SCALE: 3"=1-0"

7 S2
SCALE: 3"=1-0"

SCHEDULED DOOR
SCHEDULED FLOOR

SCHEDULED TRANSITION
STRIP

SCHEDULED CARPET

H2 J2

SCALE: 3"=1-0" SCALE: 3"=1-0"

J L
DOOR SWING
JAMB BEYOND
/ DOOR - SEE SCHEDULE
‘ DOOR SWEEP
‘ / ALUMINUM THRESHOLD EQ.
SLOPE 1/4" TO HAGER #621S SET IN FULL
PER FOOT BED OF SEALANT
&i—r‘:'x\-:

‘ \
\ SCHEDULED FLOOR
EXISTING FLOOR

SUBSTRATE

8s3

SCALE: 3"=1-0"
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1

2

7T
N
=

54"
(o)

2
\o0l/
|

FF

o

ALUMINUM STOREFRONT

SYSTEM

WINDOW TYPE

1/4" = 1I_Oll

SCALE:

Hi1

.

\zn

o)
7-8"

NGO

ALUMINUM STOREFRONT

SYSTEM

\x EXISTING WALL STRUCTURE

[N

EACH SIDE

SCALE: 3"=1-0"

J\,M

/ EXISTING WALL STRUCTURE

4 S1
SCALE: 3"=1-0"

ALUMINUM STOREFRONT

— SHIM AS REQUIRED, TYP.

;\L —— CONT. SEALANT AND BACKER ROD

—— SHIM AS REQUIRED, TYP.

ALUMINUM STOREFRONT

—— CONT. SEALANT AND BACKER ROD

EACH SIDE

J1

SCALE: 3"=1-0

ROOM FINISH SCHEDULE

Floors Walls Ceilings
Room Number Room Name Floor Finish | Base Finish | N Wall Finish ' E Wall Finish | S Wall Finish | W Wall Finish | Ceiling Material Comments

100 HALL BY OWNER BY OWNER PNTA PNTA1 PNTA PNT-1 EXISTING TO REMAIN
101 C.C. OFFICE BY OWNER BY OWNER PNTA PNTA1 PNTA1 PNT-1 EXISTING TO REMAIN
102 C.C. OPEN BY OWNER BY OWNER PNTA PNTA1 PNTA PNT-1 EXISTING TO REMAIN
103 C.C. OFFICE BY OWNER BY OWNER PNTA PNTA PNTA PNT- EXISTING TO REMAIN
104 UNISEX BY OWNER BY OWNER PNT-1 PNT-1 PNT-1 PNT-1 EXISTING TO REMAIN
105 HONORS OFFICE BY OWNER BY OWNER PNT-1 PNT-1 PNT-1 PNT-1 EXISTING TO REMAIN
106 HONORS LOBBY BY OWNER BY OWNER PNT-1 PNT-1 PNT-1 PNT-1 EXISTING TO REMAIN
107 HONORS CONF. BY OWNER BY OWNER PNTA PNTA1 PNTA1 PNT- EXISTING TO REMAIN
108 UNISEX CTA N/A CT-2 PNTA PNTA PNT-1 ACT

108A JAN. CLT. BY OWNER BY OWNER PNTA PNTA1 PNTA PNT-1 EXISTING TO REMAIN
109 BREAK ROOM BY OWNER BY OWNER PNTA PNTA1 PNTA1 PNTA EXISTING TO REMAIN
110 MECH. BY OWNER BY OWNER PNT-1 PNT-1 PNT-1 PNT-1 EXISTING TO REMAIN
m MECH. BY OWNER BY OWNER PNT-1 PNT-1 PNT-1 PNT-1 EXISTING TO REMAIN
12 DATA BY OWNER BY OWNER PNT-1 PNT-1 PNT-1 PNT-1 EXISTING TO REMAIN
13 |.S. OFFICE BY OWNER BY OWNER PNT-1 PNT-1 PNT-1 PNT-1 EXISTING TO REMAIN
14 1.S. OFFICE BY OWNER BY OWNER PNTA PNTA PNT-1 PNT- ACT

15 1.S. OFFICE BY OWNER BY OWNER PNTA PNTA1 PNTA1 PNT- EXISTING TO REMAIN
16 |.S. RECEPTIONIST/ STUDENT BY OWNER BY OWNER PNTA1 PNTA1 PNTA1 PNT-1 EXISTING TO REMAIN
n7 |.S. CONFERENCE BY OWNER BY OWNER PNTA PNTA1 PNTA1 PNT- EXISTING TO REMAIN

\ EXISTING WALL STRUCTURE

ALUMINUM
STOREFRONT JAMB
BEYOND

5 S2
SCALE: 3"=1-0"

L~

!
LQ
— JQ 10¢

—— CONT. SEALANT AND BACKER ROD
EACH SIDE

—— SHIM AS REQUIRED, TYP.

ALUMINUM STOREFRONT

FRONT SET 1" INSULATED GLASS
ALUMINUM STOREFRONT
SYSTEM

ALUMINUM STOREFRONT SILL
FLASHING WITH WEEPS

CONT. SEALANT AND BACKER ROD
EACH SIDE W/ SHIM AS REQ'D

. EXISITNG FLOOR SUBSTRATE

FINISH LEGEND

FLOOR WALL CEILING
NUMBER TYPE DETAIL DESCRIPTION NUMBER TYPE DETAIL DESCRIPTION NUMBER TYPE DETAIL DESCRIPTION
CPT CARPET PROVIDED BY OWNER PNT-1 FIELD PAINT Manufacturer: Sherwin Williams Paints ACT NEW PRODUCT EQUAL TO
Type: TBD ACOUSTICAL Manufacturer: TBD
Color: ANTIQUE WHITE CEILING TILE Name: n/a
SYSTEM Style: Match Existing
PNT-2 HOLLOW Manufacturer: Sherwin Williams Paints Suspension System 15/16" Grid
METALDOOR | Type:TBD Color: White
LVT LUXURY VINYL PROVIDED BY OWNER FRAME PAINT | Color: TBD Size: 24" x 48"
TILE
CT-2 CERAMIC TILE| Manufacturer: TBD
Name: TBD
Style: TBD
Color: TBD
CTa CERAMIC TILE Manufacturer: TBD Size: 12" X 12"
Name: TBD
Style: TBD
Color: TBD
Size: 18" X18"
BASE
RB RUBBER BASE PROVIDED BY OWNER

3/30/2015 1:42:37 PM
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SPLIT SYSTEM AIR HANDLER UNIT / HEAT PUMP SCHEDULE

COOLING DATA HEATING DATA INDOOR FAN DATA AUX. HEATERS HP ELECTRICAL DATA
MAERUK H; AUR,\:(lT LR(’)ADNEE_ ;L,\\II-(I)U J(R)SEE NHg TOTAL | SENSIBLE | COIL | SEER HP COP SUPPLY MIN. ESP FAN ACCESSORIES
‘ "| CAP CAP EAT EER CAP. RATING AIR FLOW| OUTSIDE WG MOTOR| MCA [ MOCP | V/PH/HZ | KW |STAGES| MCA [MOCP |V/PH/HZ| MCA [MOCP |V/PH/HZ
MBH MBH |DB/WB [RATING| MBH CFM AR CFM HP
AHU-1 | HP-1 TWE120 TWA120D3 | 115.2 89.9 |80/67| 11 75.1 2.67 3700 500 1.0 2 7.8 | 15 |208/3/60 | 26.2 2 98.0 [ 100 [208/3/60| 42.6 | 60 |208/3/60 1,2,3,4,5,6,7

NOTES FOR ALL UNITS:

COOLING CAPACITY BASED ON 95 F AMBIENT TEMPERATURE AND 80 F DB/67 F WB ENTERING AIR TEMP (UNLESS OTHERWISE NOTED.)

FURNISH THE FOLLOWING ACCESSORIES WITH UNITS AS INDICATED ABOVE:

. 1. DISCONNECT SWITCHES BY ELECTRICAL
¢ HEATING AND HEAT PUMP CAPACITY BASED ON 47 F AMBIENT TEMP AND 70 F INDOOR COIL ENTERING AIR TEMP ‘ ,
o EXTERNAL STATIC PRESSURE INCLUDES DUCTWORK, DIFFUSERS AND DAMPERS ONLY. g' Z?ﬂﬂﬁ§<zqﬁﬁ;aﬂiﬁiﬁfﬂmgB#ERga;aﬂgéﬂﬁLﬁgxfTE BULD TO BE AVERAGED
« UNITS SHALL BE RATED IN ACCORDANCE WITH ARI 210/240 % CONTROL VOLTAGE TRANSFORMERS (24 VAC)
¢ SMOKE DETECTORS SUPPLIED AND WIRED BY ELECTRICAL AND INSTALLED BY MECHANICAL. -
« MANUFACTURER SHALL BE RESPONSIBLE FOR SIZING REFRIGERANT LINES FOR DISTANCES AS REFLECTED ON THE DRAWINGS. 5. TWO (2) SMOKE DETECTOR MOUNTED IN THE RETURN DUCTS.
o MANUFACTURER SHALL BE RESPONSIBLE FOR INCLUDING ACCUMULATORS, SUMP HEAT OR ANY OTHER REQUIREMENTS 6. COIL GUARDS ON HEAT PUMPS
o MANUFACTURER SHALL PROVIDE LOW AMBIENT CONTROL FOR COOLING AND CRANKCASE HEATERS IF REQUIRED 7. REFRIGERANT LINES SHALL HAVE IN-LINE MOISTURE DETECTION INDICATORS.
¢ MANUFACTURER SHALL PROVIDE LOW STATIC KIT FOR AHU IF REQUIRED
o HEAT PUMP EER (BTU/WATT—HR) SHALL BE AS LISTED OR HIGHER FOR HEAT PUMP WITH AHU
¢ MCA: MINIMUM CIRCUIT AMPACITY
¢ MOCP: MAXIMUM OVER—CURRENT PROTECTION
¢ CARRIER, LENNOX ARE APPROVE ALTERNATES. OTHERS SHALL BE APPROVED.
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/ I\MECHANICAL PLAN

M—101 /SCALE: 1/4"=1"-0"

MECHANICAL KEY NOTES: {-)

HVAC GENERAL CONSTRUCTION NOTES;

1. PROJECT IS A RENOVATION OF AN EXISTING DAYCARE FACILITY TO NEW OFFICE SPACE FOR USC UPSTATE.

2. THE MECHANICAL CONTRACTOR SHALL COORDINATE THE INSTALLATION OF HVAC EQUIPMENT WITH OTHER TRADES TO AVOID CONFLICTS AND
INTERFERENCES. EQUIPMENT SHALL BE INSTALLED PER SECTION 304 AND ACCESSIBLE PER SECTION 306 OF THE MECHANICAL CODE.

3. ALL DUCTWORK SIZES SHOWN ARE NET INSIDE DIMENSIONS. ANY INCREASE IN SIZES DUE TO INTERIOR INSULATION SHALL BE MADE TO THE DUCTWORK.

4, DUCT ROUTING SHALL BE SUBSTANTIALLY AS SHOWN ON THE PLANS. THE CONTRACTOR SHALL COORDINATE WITH OTHER TRADES TO AVOID
INTERFERENCES.

o. THE CONTRACTOR SHALL COORDINATE THE LOCATION OF CEILING MOUNTED DIFFUSERS, REGISTERS, AND GRILLES WITH THE LIGHTING LAYOUT, THE
REFLECTED CEILING PLAN, AND ALL OTHER TRADES.

6. ALL TEMPERATURE CONTROL WIRING WILL BE FURNISHED AND INSTALLED BY THIS CONTRACTOR.
7. ALL WORK SHALL COMPLY WITH THE 2012 INTERNATIONAL MECHANICAL, PLUMBING AND BUILDING CODE, AND ALL LOCAL CODES.

8. THE HVAC SYSTEM SHALL CONFORM TO THE ASHRAE 62-2010 STANDARD, "VENTILATION FOR ACCEPTABLE AIR QUALITY".

9. DUCTWORK SHALL BE FABRICATED FROM GALVANIZED SHEET STEEL COMPLYING WITH ASTM A653 OR ASTM A527, LOCK FORMING QUALITY HAVING A ZINC
COATING OF 1.25 OUNCE PER SQUARE FOOT FOR EACH SIDE. AND THE LATEST SMACNA "HVAC DUCT CONSTRUCTION STANDARDS”.

10.  DUCTWORK SHALL BE SUPPORTED AND INSTALLED PER THE LATEST SMACNA STANDARDS AND THE 2012 MECHANICAL CODE. (SEE ALSO SPECIFICATION
233113)

11, ALL HVAC SYSTEMS SHALL BE TESTED, ADJUSTED AND BALANCED BY AN INDEPENDENT CONTRACTOR PER INDUSTRY STANDARDS. BALANCE REPORTS

SHALL BE SUBMITTED TO ENGINEER FOR REVIEW. ALL INSULATION AND FLEX DUCT SHALL COMPLY WITH SECTIONS 603 AND 604.13 OF THE MECHANICAL
CODE.

12.  PROVIDE TURNING VANES IN 90 ELBOWS 12" OR MORE IN WIDTH. USE RADIUSED BENDS WHERE PRACTICAL.

13.  PROVIDE UL-RATED FIRE DAMPERS WHERE DUCTS PENETRATE FIRE-RATED WALLS, BARRIERS AND CEILINGS IN ACCORDANCE WITH THE BUILDING CODE.
COORDINATE WITH ARCHITECTURAL DRAWINGS. DAMPERS ARE NOT REQUIRED ON DUCTS 100 SQ IN OR SMALLER (10" X 10", 10" DIA OR SMALLER) THAT
MEET THE CRITERIA OF BUILDING CODE SECTION 716.5.4. (IMC SECTION 607.5.3)

14.  SMOKE DETECTORS PROVIDED BY ELECTRICAL FOR HVAC UNITS WITH CAPACITIES OVER 2000 CFM IN ACCORDANCE WITH SECTION 606 OF THE
MECHANICAL CODE. DETECTORS TO BE INSTALLED BY MECHANICAL CONTRACTOR AND WIRED BY ELECTRICAL CONTRACTOR. UNITS SHALL SHUTDOWN AHU
FANS WHEN ACTIVATED.

15, ROOMS, ATTICS, VOIDS AND CEILING SPACES USED AS AIR DUCTS OR PLENUMS SHALL COMPLY WITH SECTION 602 OF THE MECHANICAL CODE.

16.  ALL INSULATION AND FLEX DUCT SHOULD COMPLY WITH SECTIONS 603 AND 604 OF THE MECHANICAL CODE.

17.  PROVIDE BALANCING DAMPERS DOWNSTREAM OF DUCT SPLITS WHERE POSSIBLE.

18.  HVAC COMPONENTS AND INSTALLATION SHOULD BE INSTALLED TO MINIMIZE SOUND TRANSMISSION AND SOUND RE—GENERATION. HVAC SYSTEMS SHOULD
MEET ASHRAE GUIDELINES FOR NOISE LEVELS IN EACH SPACE.

19.  ALL CONFINED SPACES SHALL BE PROVIDED WITH EITHER NATURAL OR MECHANICAL VENTILATION.

20. A PERMANENT FACTORY—APPLIED NAME PLATE(S) SHALL BE AFFIXED TO THE APPLIANCES ON WHICH SHALL APPEAR IN LEGIBLE LETTERING, THE
MANUFACTURER'S NAME OR TRADEMARK, MODEL NUMBER, SERIAL NUMBER AND SEAL OR MARK OF THE APPROVED AGENCY.

21, ALL INSTALLATION OF MECHANICAL EQUIPMENT MUST BE INSTALLED BY A QUALIFIED INSTALLER; WHO, IS LICENSED AND CERTIFIED TO INSTALL THAT
EQUIPMENT.

HVAC [LEGEND

FLEX DUCT

SUPPLY DUCT }8¢S/A
RETURN DUCT

OUTSIDE DUCT

EXHAUST DUCT

THERMOSTAT ©)

SUPPLY DIFFUSER

RETURN DIFFUSER

1.

REFER TO ARCHITECTURAL DEMOLITION PLAN A1.01 FOR
DEMOLITION REQUIREMENTS.

CONFIRM EXISTING EXHAUST IS OPERATIONAL AND CODE

COMPLIANT. COORDINATE WITH ELECTRICAL.
RELOCATE EXISTING TOILET EXHAUST TO JANITOR ROOM. EQUIPMENT
COORDINATE WITH ELECTRICAL.
REPLACE EXISTING 10 TON UNIT AHU. REPLACE AND REROUTE
REFRIGERANT PIPING TO NOT BE TRIPPING HAZARD FOR NEW
DOOR. REWORK CONDENSATE PIPING. REPLACE ALL PLASTIC
PIPING. REPAIR EXISTING OUTSIDE AIR DAMPER IN OA DUCT.
REPLACE EXISTING 10 TON HP
RELOCATE GRILLE. MOST OTHER GRILLES ARE RELOCATED BUT
ONLY A FEW FEET. THIS ONE IS NOTED BECAUSE OF THE
DISTANCE TO BE RELOCATED.
ADD RETURN GRILL. TAP EXISTING RETURN DUCT.
EXISTING THERMOSTAT RELOCATION.
NORTH Caviness Lambert Engineering, LLC
508 East North Street
Greenville, SC 29601
0 4 8 12 7 P: (864) 242-5844
B e — U T (864) 250-4567
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PLUMBING FIXTURE SCHEDULE
EQUIPMENT ID MANUFACTURER MODEL NO. DESCRIPTION
EWC HALSEY TAYLOR HTHB—-HACBWF ADA WATER COOLER W/ BOTTLE FILLER: FURNISH 1%” P—TRAP & SUPPLY AND STOP WITH BRASS STEM.
!&SX KOHLER K—2005 "KINGSTON” WALL—MOUNT LAVATORY: 21”x18”, FAUCET HOLES ON 4" CENTERS, COLOR WHITE.
(ADA) T&S BRASS B-2711-F05 LAVATORY FAUCET: SINGLE LEVER HANDLE, 0.5 GPM AERATOR.
MCGUIRE STANDARD SERIES LAVATORY SUPPLY KIT WITH BRASS STEMS.
JOSAM CONCEALED ARM LAVATORY SUPPORT SYSTEM.
TRUEBRO LAV CUARD 2 UNDER SINK PROTECTION: FOR ALL EXPOSED DRAIN PIPING, HOT/COLD STOPS AND SUPPLIES, INSULATION SHALL HAVE INTERNAL,
E-Z TEAR-TO—FIT TRIM, E=Z GRIP FASTENERS.
" FLORESTONE M UTILITY SINK: INCLUDE FM ACCESSORY KIT: DRAIN PLUGS WITH HARDWARE; SET OF 4 HEAVY DUTY MOLDED LEGS.
MCGUIRE STANDARD SERIES SUPPLY KIT WITH BRASS STEMS; 1%" P—TRAP.
WC . . WATER CLOSET: 1.6 GPF, PRESSURE ASSIST, UNIVERSAL HEIGHT, FLOOR MOUNTED, ELONGATED BOWL, TANK & FITTINGS, WHITE
(ADA) KOHLER K-3493-RA "HIGHLINE CLASSIC VITREOUS CHINA. PROVIDE TRIP LEVER ON SIDE OPPOSITE FROM WALL.
BEMIS 1955C OPEN FRONT SEAT WITH CHECK HINGE.
MCGUIRE STANDARD SERIES CLOSET SUPPLY KIT WITH BRASS STEM.
NOTE: APPROVED ALTERNATE EQUAL MANUFACTURERS ARE ACCEPTABLE.
PLUMBING ROUGH-IN SCHEDULE
EQUIPMENT ID SERVICE FIXTURE W HW WASTE VENT COMMENTS
EWC WATER COOLER 1/2" 11/4 11/4"
LAV RESTROOM ADA LAVATORY 1/2" 1/2" 11/4 11/4"
MS JANITOR MOP SINK 1/2" 1/2" 11/2" 11/2"
WwC RESTROOMS ADA WATER CLOSET 1/2" 3 11/2"

PLUMBING GENERAL NOTES:

ALL WORK SHALL BE PERFORMED BY A SOUTH CAROLINA LICENSED PLUMBING CONTRACTOR UTILIZING
EXPERIENCED LABOR. PLUMBING CONTRACTOR TO FURNISH ALL LABOR, NEW MATERIALS, EXCAVATION,
BACKFILL AND EQUIPMENT REQUIRED FOR COMPLETION AND OPERATION OF ALL PLUMBING SYSTEMS IN
ACCORDANCE WITH DRAWINGS. ALL WORK TO COMPLY WITH THE ICC INTERNATIONAL PLUMBING &
INTERNATIONAL BUILDING CODE, 2012 EDITION AND APPLICABLE SC DHEC REQUIREMENTS.

1.

10.

PRIOR TO RUNNING ANY PIPING THE PLUMBING CONTRACTOR SHALL VERIFY EXACT SIZES, LOCATIONS,
INVERTS AND ELEVATIONS IN THE FIELD. PLUMBING DESIGN IS SCHEMATIC IN NATURE, REFER TO THE
ARCHITECTURAL DRAWINGS FOR DIMENSIONS AND FOR EXACT LOCATIONS OF FIXTURES/EQUIPMENT.

VERIFY ALL EQUIPMENT CONNECTIONS, DETAILS AND INSTALLATION PROCEDURES WITH MANUFACTURER'S
CERTIFIED DRAWINGS. CONTRACTOR TO VERIFY COMPATIBILITY OF FIXTURES, MOUNTING SURFACES AND
CONTROLS.

COORDINATE CLOSELY WITH MECHANICAL, ELECTRICAL AND SITE WORK CONTRACTORS, AS WELL AS,
GENERAL CONTRACTOR FOR WORK ASSOCIATED WITH THIS PROJECT TO AVOID INTERFERENCES.

ALL WASTE AND VENT LINES SHALL BE CONCEALED IN BUILDING CONSTRUCTION. COORDINATE EXACT
LOCATION OF ALL ROOF PENETRATIONS WITH ARCHITECT AND/OR THE GENERAL CONTRACTOR.

INSTALL AND MAKE ALL NECESSARY CONNECTIONS REQUIRED FOR THE COMPLETE SUPPLY, RECIRCULATION,
WASTE AND VENT SYSTEMS INDICATED ON THE ENGINEERED DRAWINGS, DETAILS AND SPECIFICATIONS
INCLUDING ALL PIPING, FITTINGS, VALVES, FLEXIBLE CONNECTIONS, ARRESTORS, INSULATION, SLEEVES,
FASTENERS, HANGERS, SEISMIC & CABLE RESTRAINTS, VIBRATION ISOLATORS, SUPPORTS AND OTHER ITEMS
REQUIRED.

PLUMBING FIXTURES FOR THE HANDICAPPED SHALL MEET THE REQUIREMENTS OF ANSI A117.1 AND THE
AMERICANS WITH DISABILITIES ACT (ADA) AS WELL AS APPLICABLE STATE AND LOCAL CODES.

PROVIDE CLAMPS, OFFSETS, EXPANSION JOINTS, ANCHORS AND GUIDES AS NECESSARY TO PREVENT
STRESS ON THE PIPING AND THE WEIGHT OF THE PIPING BEING PLACED ON THE EQUIPMENT OR FIXTURES.
PROVIDE VENTS AT HIGH POINTS IN PIPING SYSTEMS AND DRAIN VALVES AT LOW POINTS.

ALL PIPING SHALL BE SUPPORTED AS REQUIRED BY THE 2012 INTERNATIONAL MECHANICAL, PLUMBING AND
BUILDING CODES. PIPING SHALL NOT BE ALLOWED TO SAG. PIPING SHALL GENERALLY RUN AT 90" ANGLES
PARALLEL AND PERPENDICULAR TO BUILDING WALLS. SEISMIC SUPPORTS SHALL BE DESIGNED AND
INSTALLED IF EARTHQUAKE LOADS ARE APPLICABLE, REFER TO THE INTERNATIONAL BUILDING CODE 2012

EDITION.

PLUMBING CONTRACTOR TO VERIFY PLENUM TYPE AND PIPING REQUIREMENTS PRIOR TO THE PRICING,
PURCHASING, OR INSTALLATION OF PIPING IN PLENUM SPACES.

ABBREVIATIONS

SYMBOLS

AFF
AWH
BFF
BFP
CD
Cl
CO
Ccw
DN
ED
EL.
FCO
FD
HB
HD
HW
HWR
I.E.
NG
NTS
oD
PRV
PRD
PRDC
SRDC
SRD
SS
SSv
THW
THWR

UG
VAC

WwCO
WHA
YCO

ABOVE FINISHED FLOOR
ANTI-FREEZE WALL HYDRANT
BELOW FINISHED FLOOR
BACKFLOW PREVENTER
CONDENSATE DRAIN

CAST IRON

FLOOR CLEANOUT

COLD WATER

DOWN

EQUIPMENT DRAIN

ELEVATION

FLOOR CLEAN OUT

FLOOR DRAIN

HOSE BIBB

HUB DRAIN

DOMESTIC HOT WATER
DOMESTIC HOT WATER RETURN
INVERT ELEVATION

NATURAL GAS

NOT TO SCALE

OVERFLOW DRAIN

PRESSURE REDUCING VALVE
PRIMARY ROOF DRAIN
PRIMARY ROOF DRAIN CONDUCTOR

SECONDARY ROOF DRAIN CONDUCTOR

SECONDARY ROOF DRAIN
SANITARY SEWER
SANITARY SEWER VENT
TEMPERED HOT WATER
TEMPERED HOT WATER RETURN
TYPICAL

UNDERGROUND

VACUUM

VENT THRU ROOF

WALL CLEAN OUT

WATER HAMMER ARRESTER
YARD CLEAN OUT

§+?T=OL®@HI§|¢-|-%Z§X

le_gl

SERik

SHUT-OFF /GATE VALVE
SHUT-OFF /BALL VALVE
CHECK VALVE

BACKFLOW PREVENTER
HOSE BIBB/WALL HYDRANT
WATER HAMMER ARRESTER
FLOOR DRAIN

SANITARY FLOOR SINK
HUB DRAIN

TIE POINT

CLEANOUT PLUG

FLOOR CLEAN OUT

WALL CLEAN OUT

PIPE DOWN

PIPE UP

PIPE UP OR DROP

PLUG VALVE

PRESSURE REGULATOR
BRANCH—TOP CONNECTION
BRANCH—BOTTOM CONNECTION
CAP ON END OF PIPE
ELBOW

TEE

UNION

SANITARY FITTING

PLUMBING LEGEND

cw COLD WATER

cw COLD WATER BURIED

HW 125F HOT WATER

THW 110°F TEMPERED HOT WATER
SS SANITARY SEWER

SS

SANITARY SEWER BURIED OR BELOW FLOOR
SANITARY SEWER VENT

PLUMBING KEY NOTES: {-)

1. REFER TO ARCHITECTURAL DEMOLITION PLAN A1.00 FOR

DEMOLITION REQUIREMENTS.

2. REPLACE EXISTING FIXTURE WITH NEW. FIELD INSPECT AND MAKE
MODIFICATIONS TO EXISTING ROUGH—INS AS NEEDED TO PROVIDE
A COMPLETE AND CODE COMPLIANT INSTALLATION.

3. CUT ABANDONED DOMESTIC WATER PIPING BACK TO NEAREST
LIVE BRANCH LINE AND CAP. DO NOT LEAVE DEAD LEGS IN
WALLS OR ABOVE CEILINGS. CUT ABANDONED FIXTURE DRAINS
AND VENT LINES BACK TO NEAREST LIVE PIPING AND CAP.

4. PLUMBING CONTRACTOR IS RESPONSIBLE TO FIELD DETERMINE
LOCATION OF EXISTING WASTE, VENT, & SUPPLY. CONNECT NEW
PIPING TO EXISTING AND FIELD ROUTE TO CONNECT TO NEW

FIXTURE.

5. EXISTING ELECTRIC WATER HEATER TO REMAIN.

PLUMBING SPECIFICATIONS:
PIPING MATERIALS:

POTABLE WATER:

COPPER PIPE: SHALL BE ASTM B 88 HARD DRAWN TEMPER COPPER, TYPE L. FITTINGS SHALL BE ANSI B
16.22, WROUGHT COPPER, SOLDER JOINT OR PRESS—CONNECT FITTINGS WITH EPDM SEALING ELEMENT AND
SMART CONNECT (SC) FEATURE. FOR SOLDER JOINTS, JOINTS SHALL BE MADE USING NON-CORROSIVE FLUX
AND SOLDER COMPOUND MEETING NSF REQUIREMENTS FOR USE ON POTABLE WATER PIPING. PIPE ENDS SHALL
BE CUT SQUARE AND CLEANED TO A BRIGHT METAL FINISH BEFORE SOLDERING. FOR UNDERGROUND
APPLICATIONS, ASTM B 88 SOFT ANNEALED TEMPER COPPER, TYPE L IS ACCEPTABLE.

PIPE_INSULATION:

ALL PRESSURE TESTING SHALL BE COMPLETED BEFORE PIPING CAN BE INSULATED. ALL COLD AND HOT WATER
PIPING ABOVE AND BELOW THE FLOOR SLABS, ENCLOSED IN WALLS, AND ROUTED ABOVE CEILING SHALL BE
INSULATED. COLD WATER SHALL BE 1/2" THICK, HOT WATER AND CIRCULATED HOT WATER SHALL BE 1" THICK
ARMAFLEX INSULATION AS MANUFACTURED BY ARMACELL, LLC. ALL JOINTS AND SEAMS SHALL BE COMPLETELY
SEALED WITH THE MANUFACTURER'S RECOMMENDED ADHESIVE TO PREVENT HEAT TRANSFER AND
CONDENSATION.

SANITARY SEWER WASTE AND VENT ABOVE GROUND:

SCHEDULE 40 PVC DRAIN, WASTE AND VENT (DWV) PIPE AND FITTINGS: ASTM D-2665 WITH SOLVENT CEMENT
JOINTS INSTALLED IN STRICT ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS. (PVC SHALL NOT BE

USED IN PLENUM SPACES WITHOUT APPROPRIATE PLENUM WRAP.)
OUND:

SCHEDULE 40 PVC DRAIN, WASTE AND VENT (DWV) PIPE AND FITTINGS, ASTM D-2665 WITH SOLVENT CEMENT
JOINTS INSTALLED IN STRICT ACCORDANCE WITH MANUFACTURER'S RECOMMENDATIONS. BURIED PIPE SHALL BE
INSTALLED IN ACCORDANCE WITH ASTM D 2321 AND ASTM F 1668.

SANITARY SEWER WASTE AND VENT IN PLENUM SPACES:

HUB AND SPIGOT CAST IRON: JOINTS SHALL BE MADE USING A COMPRESSION GASKET MANUFACTURED FROM
AN ELASTOMER MEETING THE REQUIREMENTS OF ASTM C 564.

HUBLESS CAST IRON: JOINTS SHALL BE HEAVY DUTY CONFORMING TO ASTM C-1540, WMITH HEAVY DUTY TYPE
304 STAINLESS STEEL SHIELDED COUPLINGS WITH CORRUGATED STAINLESS STEEL SHIELD OF NOT LESS THAN
.016” THICKNESS, STAINLESS STEEL BANDS HAVING 4 SEALING CLAMPS FOR PIPE SIZES 1-1/2" THRU 4" AND
6 SEALING CLAMPS FOR PIPE SIZES 5" THRU 10" INSTALLED WITH A PRE-SET TORQUE WRENCH CALIBRATED
AT 80 INCH POUNDS, AND ASTM C-564, RUBBER SLEEVE.

PIPE_GRADING:

ALL SANITARY DRAIN PIPING SHALL BE RUN AT A UNIFORM SLOPE OF APPROXIMATELY 1/4” PER FOOT FOR 3"
AND SMALLER AND 1/8" PER FOOT FOR 4" AND LARGER INSIDE THE BUILDING. INVERTS SHALL BE CHECKED
AT ALL STARTING POINTS AND POINTS LEAVING THE BUILDING PRIOR TO STARTING WORK.

DISINFECTION & STERILIZATION:

THE COMPLETE WATER SUPPLY PIPING SYSTEM SHALL BE PURGED AND DISINFECTED, BEGINNING AT THE METER
CONNECTION, IN ACCORDANCE WITH THE APPLICABLE PARAGRAPHS OF AWWA C651 OR C652, "STANDARD
PROCEDURE FOR DISINFECTION OF WATER LINES" OR SECTION 610 IN THE 2012 INTERNATIONAL PLUMBING CODE
WHICHEVER IS MORE STRINGENT. THE SYSTEM SHALL BE COMPLETELY FLUSHED OUT WITH CLEAN, POTABLE
WATER FOLLOWING PURGING AND DISINFECTION. THE REGIONAL HEALTH DEPARTMENT OR WATER COMPANY
SHALL BE NOTIFIED WHEN THE SYSTEM IS TO BE DISINFECTED. THE TESTS SHALL BE OPEN TO INSPECTION FOR
ALL AGENCIES TO WITNESS. LAB TEST SAMPLES SHALL BE TAKEN AND A CERTIFICATE OF APPROVAL OBTAINED
BEFORE THE SYSTEM CAN BE PLACED IN SERVICE.

CAVINESS LAMBERT
ENGINEERING

Caviness Lambert Engineering, LLC
508 East North Street

Greenville, SC 29601

P: (864) 242-5844

U F: (864) 250-4567

www.cl-e.com
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CLECIRICAL LEGEND R s Y
1. THE CONTRACTOR SHALL MAKE A PERSONAL INSPECTION OF THE PROJECT SITE TO BECOME FAMILIAR WITH THE
SCOPE OF WORK PRIOR TO BID AND SHALL PROVIDE ALL WORK NECESSARY TO COMPLETE THE SCOPE OF WORK AS - — — N T
OcrA CEILING MOUNTED LUMINAIRE, LETTERS DENOTE TYPE S SWITCH, SPST, 20A, 120/277V INDICATED IN' THE CONSTRUCTION DOCUMENTS. i L ! ! ! ! J i A
5 s, SWITCH, 20A, 120/277V, *2" DENOTES DPST, "3" 2. NOTIFY CAVINESS LAMBERT ENGINEERING, LLC OF ANY INCONSISTENCIES FOUND BETWEEN THE CONSTRUCTION | | ‘ EXA O
DENOTES THREE—WAY, "4” DENOTES FOUR-WAY DOCUMENTS AND ACTUAL CONDITIONS. ALL WORK SHALL COMPLY WITH ALL FEDERAL, STATE, AND LOCAL CODES C.C. OPEN
C—IFSD AND REGULATORY AUTHORITIES HAVING JURISDICTION.
| LUMINAIRES, SIZE AND SHAPE AS INDICATED, So SWITCH, "P” DENOTES PILOT LIGHT, "D” DENOTES DIMMING, NOTE L11 C.C.OFFICE @)
———FSA( LETTERS DENOTE TYPE "T" DENOTES ADJUSTABLE TIMER 3. BEFORE BEGINNING WORK, LAY—OUT AND MARK ALL EQUIPMENT LOCATIONS FOR APPROVAL BY THE OWNER. AS
o APPROVED BY THE OWNER, PROVIDE ALL WORK REQUIRED TO ACHIEVE COMPLIANCE WITH ALL EQUIPMENT \ NOTE L1 Z —
I:'FRA w WALL MOUNTED OCCUPANCY SENSOR, DUAL TECHNOLOGY BY WATTSTOPPER MANUFACTURER INSTRUCTIONS AND RECOMMENDATIONS. z ] @ u < 8 >
J O F——= |
” vi 0‘
' DENOTES RECEPTACLE MOUNTED 6" ABOVE COUNTER TOP 4. LOCATIONS SHOWN FOR NEW EQUIPMENT AND WIRING ARE APPROXIMATE. VERIFY LOCATIONS AND SIZES OF WORK - EXA Q N 8
B[ FPA  LUMINAIRE WITH EMERGENCY BALLAST OR BACKSPLASH, OR 42" AFF. BEFORE PURCHASING OR FABRICATING WORK. c.c. oFFICE — O -
7 NOTE L11 NOIE.SELN H 2 N Y
Q FWA WALL MOUNTED LUMINAIRE, LETTERS DENOTE TYPE TV OUTLET, COORDINATE WITH OWNER FOR CONDUIT/WRRING REQUIREMENTS 5. PROVIDE ADDITIONAL HORIZONTAL OR VERTICAL ELBOWS, DROPS, RISES, OFFSETS, SUPPORTS, ACCESSORIES, AND NOTE L11~ E e o
REROUTING REQUIRED FOR A COMPLETE INSTALLATION. COORDINATE EXACT ROUTING OF WORK AND EQUIPMENT / (7p) 5 g
INSTALLATION WITH OTHER TRADES AND FIELD CONDITIONS. CLEAN AND POLISH FIXTURES, EQUIPMENT, AND = c
VEXA EXIT SIGN, ARROWS AS INDICATED, LETTERS DENOTE TYPE CEILING MOUNTED HORN /STROBE " » ’ ’ )
‘e DARKENED AREA DENOTES LIGHTED FACE X / MATERIALS THOROUGHLY, AND RETURN TO "AS NEW’ CONDITION. ot Ui - o E
-100 _I w
LY EMA  EMERGENCY LUMINAIRE WITH BATTERY PACK, LETTERS DENOTE TYPE ® CEILING MOUNTED STROBE 6. EEggg;E;(ggstlNF;\TNRTEV?AE/\\NTERML AND DEBRIS. PLACE ELECTRICAL SYSTEMS IN COMPLETE WORKING ORDER BEFORE EXAlgy! — 5
&+ RH EMERGENCY REMOTE DUAL HEAD [P] MANUAL RELEASE STATION 7. PENETRATIONS THROUGH FLOORS OR FIRE WALLS SHALL BE SEALED TO MAINTAIN THE FIRE RATING INTEGRITY OF H ER 2 « O
THE WALLS AND FLOORS UTILIZING MATERIALS/METHODS APPROVED BY UL. COORDINATE FLOOR AND ROOF el R |t _ Y
e= DUPLEX WALL RECEPTACLE, NEMA 5-20R (UNO), 20A, 125V @ SMOKE DETECTOR PENETRATIONS WITH FIELD CONDITIONS, OTHER TRADES, AND ARCHITECTURAL/STRUCTURAL WORK. LOCATE ] srodefr I | 5
PENETRATIONS SO AS NOT TO AFFECT STRUCTURAL INTEGRITY OR WEATHER-TIGHTNESS OF BUILDING. i | u ER %) ) E E Z n
JUNCTION BOX > e | S
O [ STROBE 8.  ALL CONDUCTOR TERMINATIONS OF CIRCUIT BREAKERS AND ALL PANEL ENCLOSURES SHALL BE 75°C RATED FOR in _ ~ @ p / 2-LAMP o > 23
» | USE WITH 75°C WIRE. WHITE/NEUTRAL, GREEN/GROUND SHALL BE MAINTAINED THROUGHOUT THE SITE ELECTRICAL || 4-LAMP/ " E£XEMA @ o
v[O) FLUSH FLOOR TELECOMM OUTLET W/FLUSH FLOOR DUPLEX RECEPTACLE HORN /STROBE SYSTEM (TAPE WILL NOT BE ACCEPTABLE ON CONDUCTOR SIZES 6 AWG AND SMALLER). FEEDERS AND BRANCH ER ER Z@[@ ER - R Z N
CIRCUITS LARGER THAN NO. 6 AWG SHALL USE COPPER, STRANDED CONDUCTOR WITH 600 VOLT NSULATION, THW, 1 i o\ EMA @ o
\ 74 WALL MOUNTED COMBINATION DATA/TELEPHONE OUTLET, SEE NOTE 19 ®) RATE-OF—RISE HEAT DETECTOR THEIN/THWN, XHHMW, RHW IN ACCORDANCE WITH NEMA WCS AND NEMA WC3. FEEDERS AND BRANCH CRCUITS NO. 6 — 00 [7\{7\ [ ] —l = Q =3
AWG AND SMALLER SHALL USE COPPER CONDUCTOR, 600 VOLT INSULATION, THW, THHN/THWN; SMALLER THAN NO. =l e 21 » ') = 9
DISCONNECT (SAFETY) SWITCH *200/3/150" DENOTES - 8 AWG, SOLID CONDUCTOR IN ACCORDANCE WITH NEMA WC5. CONTROL CIRCUITS SHALL USE COPPER, STRANDED — 1 ER AN n
T AVPERES /POI(_E /FUSE) N DENOTEé <ON_FUSED N=3R" DENOTES @—_—— DUCT DETECTOR, "R” INDICATES RETURN SIDE (FURNISHED AND WIRED BY CONDUCTOR WITH 600 VOLT INSULATION, THW, THHN /THWN. T[] 4_LAMP§ | [/CONNECT To & _
: ' S FIRE ALARM CONTRACTOR; INSTALLED BY MECHANICAL CONTRACTOR) EXISTING O [7]
NEMA ENCLOSURE TYPE (PROVIDE NEMA 1 UNO) — =
9.  PULL ALL CONDUCTORS INTO A RACEWAY AT THE SAME TIME. USE UL LISTED WIRE-PULLING LUBRICANT. DO NOT S QLIGHTS o
EXCEED MANUFACTURER'S RECOMMENDED TENSION. COMPLETELY AND THOROUGHLY SWAB RACEWAY SYSTEM BEFORE : O
ABBREVIATIONS INSTALLING CONDUCTORS, ) NOTE L11 -
( E ——— = NOTE L11
A AMPERES GFl  GROUND FAULT INTERRUPTER  NIC  NOT IN CONTRACT 10.  REMOVE AND DISCARD CONDUCTORS CUT TOO SHORT OR INSTALLED IN WRONG RACEWAY. DO NOT RE-INSTALL
CONDUCTORS WHICH HAVE BEEN REMOVED FROM A RACEWAY.
AFF ABOVE FINISHED FLOOR IAWW  IN ACCORDANCE WITH PH,8  PHASE , NOTE L11 QEXA
Hl | |
) . MECH. / / \
AWG  AMERICAN WIRE GAUGE KW KILOWATTS RE:  REFER TO i@ N(;E ¥
U COPPER TG LIGHTING P TYPICAL 12. ALL POWER DISTRIBUTION EQUIPMENT SHALL BE UL LISTED AND LABELED. T f
EQPT  EQUIPMENT MCB  MAIN CIRCUIT BREAKER UNO  UNLESS NOTED OTHERWISE 13.  ELECTRICAL LAYOUT DRAWINGS ARE PARTIALLY DIAGRAMMATIC. REFER TO MECHANICAL, ARCHITECTURAL, AND
STRUCTURAL DRAWINGS FOR GUIDANCE ON DIMENSIONS, DUCTS, PIPES, AND STEEL LOCATIONS, ETC. INSTALL
E EXISTING TO REMAN MLO- MAIN LUGS ONLY v.oovs ELECTRICAL SYSTEMS WITHOUT INTERFERING WITH OTHER SYSTEMS. ZTN\LIGHTING PLAN .
ER  EXISTNG TO BE RELOCATED  NEC - NATIONAL ELECTRICAL CODE voooRe 14, PROVIDE PERMANENT LABEL ON EACH WIRING DEVICE (COVER PLATE), DISCONNECT SWITCH, STARTER, ETC E 1101 SCALE: 1/8°=1-0 E 3
. [} [} [} . - . =1 = N
FWE  FURNISHED WITH EQUIPMENT ~ NEMA  NATIONAL ELECTRICAL WP WEATHERPROOF INDICATING PANELBOARD AND CIRCUIT FROM WHICH THE DEVICE/EQUIPMENT IS FED. U g % S|y
15.  PROVIDE CIRCUITS SIZED AT 2#12, 1#12G, 3/4°C UNLESS NOTED OTHERWISE ON THE DRAWINGS OR IN THE — <] s
SPECIFICATIONS. MINIMUM CONDUIT SIZE IS 3/4” AND MINIMUM WIRE SIZE IS #12 AWG. CONDUIT SHALL BE RGS OR '-':J Oola ) )
ELECTRICAL DEMOLITION NOTES POWER PLAN NOTES T WITH COMPRESSION FITTINGS g [olz HE
16.  WHERE PERFORMING NEW CONSTRUCTION IN EXISTING FACILITY, ENSURE THAT THE FACILITY STAYS OPERATIONAL IF = |=|9 518
D1. REMOVE EACH ITEM OF EQUIPMENT, DEVICE, AND FIXTURE AFFECTED BYB THIS P1.  REFER TO EXISTING DRAWINGS FOR ADDITIONAL INFORMATION. REQUIRED DURING THE INSTALLATION OF NEW EQUIPMENT BY PHASING THE INSTALLATION OF NEW EQUIPMENT. 2w <
RENOVATION (THAT ARE NOT REQUIRED TO REMAIN OR TO BE RELOCATED) AND ALL P2, CIRCUITS ARE SIZED ASSUMING NO MORE THAN THREE CURRENT CARRYING CONDUCTORS IN A 17.  THREE-PHASE CONDUCTORS (CONNECTED TO DIFFERENT PHASES) MAY SHARE A SINGLE NEUTRAL CONDUCTOR. " _ FIRE ALARM PANEL 815
ASSOCIATED WIRING/CIRCUITRY BACK TO THE PROTECTIVE DEVICE IN THE PANEL, OR SINGLE CONDUIT. FOR CONDUITS CONTAINING MORE THAN THREE, PROVIDE APPROPRIATE PROVIDE SEPARATE NEUTRAL FOR 120 CIRCUITS AS INDICATED ON THE DRAWINGS. = — y : = -
CONTROLLER, EXCEPT AS OTHERWISE INDICATED. DERATING OF CONDUCTORS PER NEC. | | | ‘| = 1
18.  CIRCUITS ARE SIZED ASSUMING NO MORE THAN THREE CURRENT CARRYING CONDUCTORS IN A SINGLE CONDUIT. - \| \\Qk s,
A. ASSOCIATED CIRCUITRY INCLUDES CONDUIT, CABLE/CONDUCTORS, BOXES, WIRING P3.  COORDINATE WITH MECHANICAL/PLUMBING CONTRACTOR FOR EXACT LOCATIONS AND FOR CONDUITS CONTAINING MORE THAN THREE, PROVIDE APPROPRIATE DERATING OF CONDUCTORS PER NEC. f‘* C.C. OPEN ‘| SN M,
DEVICES, COVER PLATES, LAMPS, FIXTURES, WIREWAYS, SWITCHES, STARTERS, ETC., REQUIREMENTS OF ALL MECHANICAL/PLUMBING EQUIPMENT, IF APPLICABLE. I T £ SN %;//
WHICH ARE ASSOCIATED WITH THE ITEM TO BE REMOVED. 19.  UNLESS NOTED OTHERWISE, PROVIDE A 1” EMPTY CONDUIT WITH PULL STRING FROM EACH COMMUNICATION OUTLET . NOTE PG @ c.cormice ol Akdg iS5z
P4. ELECTRICAL CONTRACTOR SHALL VERIFY AND ADJUST LOCATIONS, CIRCUIT BREAKERS, FUSES, UP TO ABOVE ACCESSIBLE CEILING OR TO BUILDING STRUCTURE IN OPEN AREAS. ALL VOICE/DATA CABLING WILL BE Il z HONORS OFFICE =31 £BE8 i
B. THE PROTECTIVE DEVICE SHALL REMAIN AS AN INTEGRAL PART OF THE EXISTING CONDUCTORS, SWITCHES AND CONDUIT SIZES FOR ALL MECHANICAL/PLUMBING EQUIPMENT, IF FURNISHED AND INSTALLED BY OWNER. RS L 338 oS
PANEL OR SWITCHBOARD. LABEL AS SPARE OR USE FOR NEW CIRCUITS AS APPLICABLE. ELIMINATE NEUTRAL CONDUCTOR WHERE NOT REQUIRED. I gUd . . SR Ozf/x °= &S
INDICATED. 20.  WHERE EQUIPMENT, DEVICES OR BOXES ARE LOCATED ABOVE AN INACCESSIBLE CEILING, PROVIDE APPROPRIATE 1 a4 [ b= 20 S
P5.  COORDINATE EXACT LOCATIONS AND MOUNTING HEIGHTS OF ALL DEVICES WITH ACCESS PANELS AS REQUIRED. ll R () 5Kl E y
C. WHERE CONDUIT, ASSOCIATED WITH AN ITEM SHOWN TO BE REMOVED, IS IN AN OWNER /ARCHITECT PRIOR TO ROUGH-IN. o o C.C. OFFICE E = %2)
INACCESSIBLE AREA, SUCH AS ENCASED IN CONCRETE, ABANDON INACCESSIBLE — = ®J L NOTE P7 e zZ
NOTE P7 / o | /
CONDUIT IN PLACE AND CAP OR SEAL. P6. PROVIDE 20A/1-POLE CIRCUIT BREAKER IN PANEL MP FOR EACH CIRCUIT NOTED. CIRCUIT Oy | /" NOTE P16—" @ Ov | O
BREAKER TYPE AND AIC RATING SHALL MATCH EXISTING. UPDATE PANELBOARD SCHEDULE TO = = ! [ - 4 = ! —
D. WHERE SUCH INACCESSIBLE CONDUIT ENDS OR MUST BE TERMINATED IN FINISHED INDICATE NEW CIRCUITS. | | O J ﬂ o) -
SPACE, REMOVE THE CONDUIT OR BOX TO BELOW THE FINISHED SURFACE OF WALL, | [FIE o - NOTE P7 EE_,,,_ <
CEILING OR FLOOR, FILL VOID WITH NON—SHRINKING GROUT AND FINISH TO MATCH P7.  UTILIZE EXISTING CIRCUIT FOR DEVICE/EQUIPMENT NOTED. UPDATE PANELBOARD SCHEDULE TO GENERAL LIGHTING NOTES ! NOTE P7 ~ Nott i1 O
SURROUNDING SURFACES. INDICATE NEW CIRCUIT ASSIGNMENT. \ \ — . o
L1.  LIGHTING FIXTURES, INSTALLATION, SUPPORT, WIRING AND RELATED WORK SHALL COMPLY WITH GENERAL NOTES, P —— — LL T
D2. WHERE ONLY A PORTION OF A CIRCUIT LOAD IS SCHEDULED TO BE REMOVED, REMOVE P8. WRING DEVICES (RECEPTACLES AND VOICE/DATA OUTLETS) IN THIS SPACE ARE EXISTING TO DETAILS, SPECIFICATIONS AND ALL CONTRACT DRAWINGS. | 2N ER - & o)
ONLY THAT PORTION ASSOCIATED WITH THE DEMOLISHED DEVICE TO A POINT WHERE REMAIN. s S5 @K ronorsiomsy )
THE REMAINING LOAD IS ACTIVE AND MAINTAIN IN A GOOD OPERATING CONDITION. L2. PROVIDE ALL ACCESSORIES REQUIRED FOR A COMPLETE INSTALLATION AND COORDINATE WITH WORK BY OTHER e RECEPTIONST/ I~ 4 NOTE P7 106 O o W
P9, PROVIDE RG6 COAXIAL CABLE FROM EACH TV BOX TO IT ROOM IN 1° CONDUIT. COORDINATE TRADES. RECESSED FIXTURES (OTHER THAN LED/FLUORESCENT TROFFERS LOCATED IN LAY-IN GRID CEILINGS) SHALL | sruvet L) @ ONOTE P . ) S % |~
D3. WHERE EXTENSION OF AN EXISTING CIRCUIT IS REQUIRED, RUN CONDUIT AND WIRE EXACT REQUIREMENTS WITH OWNER. BE COMPLETELY SERVICEABLE FROM THE FIXTURE OPENING. PROVIDE ALL REQUIRED MOUNTING HARDWARE, SUPPORTS, NOTE P7- _~NOTE P16 v
CONCEALED FROM THE ITEM’S EXISTING LOCATION TO THE NEW LOCATION. ACCESSORIES, AND TRIM REQUIRED FOR A COMPLETE INSTALLATION. COORDINATE FIXTURE MOUNTING WITH CEILING NOTE P7 @ o NOTE P7 ! q 00| o
P10. ALL CONDUIT AND WIRING SHALL BE CONCEALED WHERE POSSIBLE. WHERE SURFACE MOUNT AND WALL CONSTRUCTION WHERE INSTALLED. PROVIDE SEPARATION BETWEEN RECESSED FIXTURES AND SURROUNDING " 0 @E 0 r L n o d X5 >
D4. WHERE AN ITEM OF EQUIPMENT IS REQUIRED TO BE REMOVED AND RELOCATED, ALL RACEWAY IS REQUIRED, UTILIZE WIREMOLD ALUMINUM SURFACE RACEWAY WITH APPROPRIATE INSULATION TO COMPLY WITH UL LISTING REQUIREMENTS AND MANUFACTURER INSTRUCTIONS. FIXTURES SHALL BE i j i v ) - % S o) < U
Z@ EZ | L
ASSOCIATED CIRCUITRY SHALL ALSO BE REMOVED AS PER NOTES ABOVE ALONG WITH FITTINGS AND BOXES AS REQUIRED FOR A COMPLETE INSTALLATION. WHERE SURFACE RACEWAY SL’JPPORTED FROM THE SURROUNDING STRUCTURE, AND BE COMPLETELY INDEPENDENT FROM THE CEILING SYSTEM OR ERD@ “‘ (™M GF ER yN \ < ; 8 o o D
ASSOCIATED DISCONNECT SWITCH, DEVICES, ETC. AS REQUIRED, AND RELOCATED TO THE IS REQUIRED FOR BOTH POWER AND VOICE/DATA, UTILIZE WIREMOLD DUAL CHANNEL ALUMINUM ITS SUPPORTS. P7 5. 0FFICE \ NOTE P7/xcir OOTE P O > 1 | Of —.
NEW LOCATION. PROVIDE CONNECTION OF SUCH RELOCATED TEMS TO NEW OR SURFACE RACEWAY. —— ] W@ H S Lo AMY K ER ] f— Do Jd-lalcx
EXTENDED CIRCUITRY AS SHOWN ON THE DRAWINGS. L3.  FIXTURES SHALL BE CBM APPROVED, LISTED AND LABELED BY ETL OR UL FOR DRY, DAMP, WET OR == ) ] \ a¥ O g 2 Ol
P11. PROVIDE GFI RECEPTACLE FOR WATER FOUNTAIN WITH DEDICATED CIRCUIT FROM EXISTING PANEL HAZARDOUS /CLASSIFIED LOCATIONS AS APPROPRIATE FOR THE INSTALLATION, UNLESS MORE STRINGENT ﬁ%ﬁ H “NOTE P16 > P ~ = & % n
MP. CONCEAL RECEPTACLE BEHIND EQUIPMENT HOUSING WHERE ALLOWED BY LOCAL AHJ. REQUIREMENTS ARE INDICATED OR SPECIFIED. “NOTE P7 NOTE P17\ | @ e O zl 40O Q Z
— 107 D D:
P12. PROVIDE FIRE ALARM SYSTEM DEVICES AS REQUIRED FOR A COMPLETE FIRE ALARM SYSTEM. L4, BALLASTS SHALL BE CBM APPROVED AND LISTED BY ETL OR UL. PROVIDE INTERNAL GREEN GROUNDING SCREW FOR ED{] VD 9 4 2 (Y, @)
COORDINATE WITH EXISTING FIRE ALARM SYSTEM MANUFACTURER FOR ADDITIONAL REQUIREMENTS. ALL FIXTURES. 5. OFFICE F Do 3 AQIDI0O
__ |
P13. PROVIDE 15A/3-POLE CIRCUIT BREAKER IN PANEL MP FOR AIR HANDLER FAN USING 4#12, #12G L5.  ALL EMERGENCY LIGHTS, WALL PACKS AND EXIT LIGHTS SHALL BE CONNECTED TO UNSWITCHED AREA LIGHTING = L
IN §'C. IF EXISTING CIRCUIT BREAKER IS AVAILABLE, IT MAY BE UTILIZED FOR THIS CIRCUIT. CIRCUITS. EMERGENCY LIGHTING SHALL COMPLY WITH NEC 700.12. AHU EXISTING PANEL MP
CIRCUIT BREAKER TYPE AND AIC RATING SHALL MATCH EXISTING. UPDATE PANELBOARD
SCHEDULE TO INDICATE NEW CIRCUITS. L6.  THE MANUFACTURERS AND MODELS LISTED ON THE LIGHTING FIXTURE SCHEDULE ARE LISTED TO INDICATE THE | H | ‘
OVERALL LEVEL OF QUALITY REQUIRED, AND LISTING OF A MANUFACTURER OR MODEL DOES NOT AMEND OR ‘ — | ‘
P14. PROVIDE 100A/3-POLE CIRCUIT BREAKER IN PANEL MP FOR ELECTRIC HEAT USING 44#3, #3G IN SUPERSEDE LIGHTING FIXTURE REQUIREMENTS SPECIFIED OR INDICATED. MODEL DESIGNATIONS INCIDATE MODEL SERIES T~ REMOVE EXISTNG WASHER/DRYER OUTLET
THE CONTRACTOR SHALL COORDINATE WITH THE STATE AND/OR LOCAL FIRE MARSHALL TO 1 §°C. REMOVE EXISTING 125A/6—POLE CIRCUIT BREAKER. CIRCUIT BREAKER TYPE AND AIC AND ARE NOT INTENDED TO DEFINE ALL REQUIRED FEATURES/ACCESSORIES; LIGHTING FIXTURES SHALL COMPLY WITH E @
DETERMINE ALL REQUIREMENTS FOR A FIRE ALARM SYSTEM. PROVIDE A COMPLETE, OPERATIONAL RATING SHALL MATCH EXISTING. UPDATE PANELBOARD SCHEDULE TO INDICATE NEW CIRCUITS. ALL DRAWING AND SPECIFICATION REQUIREMENTS. NOTE P13 Fl 1
FIRE ALARM SYSTEM, AS REQUIRED, TO MEET ALL REQUIREMENTS FOR THE PROJECT AND
COMPLYING WITH THE REQUIREMENTS OF THE STATE AND/OR LOCAL FIRE MARSHALL. NOTE THAT P15. PROVIDE 60A/3—POLE HACR RATED CIRCUIT BREAKER IN PANEL MP FOR CONDENSING UNIT L8.  UTILIZE EXISTING LIGHTING CIRCUITS. ALL NEW AND RELOCATED LIGHTS SHALL BE CONNECTED TO EXISTING AREA NOTE P14
ALL DEVICES REQUIRED FOR THIS PROJECT MAY NOT BE INDICATED ON THESE DRAWINGS. PROVIDE USING 4#6, #10G IN 1" CONDUIT. IF EXISTING HACR CIRCUIT BREAKER IS AVAILABLE, IT MAY BE LIGHTING CIRCUITS. PROVIDE SWITCHING OF LIGHT FIXTURES AS INDICATED.
ADDITIONAL DEVICES AND EQUIPMENT AS REQUIRED. COORDINATE WITH THE OWNER FOR SYSTEM UTILIZED FOR THIS CIRCUIT. CIRCUIT BREAKER TYPE AND AIC RATING SHALL MATCH EXISTING.
OPTIONS INCLUDING, BUT NOT LIMITED TO, THE FOLLOWING: SYSTEM TYPE, WIRING OPTIONS, UPDATE PANELBOARD SCHEDULE TO INDICATE NEW CIRCUITS. PROVIDE 20A GFI RECEPTACLE WITH L9.  ALL CIRCUITS SHALL BE MINIMUM #12 AWG THHN/THWN COPPER IN 3* CONDUIT. CONDUIT SHALL BE EMT WITH
EQUIPMENT AND DEVICE SELECTION/LOCATION, CONDUIT REQUIREMENTS, FUTURE EXPANSION, WEATHERPROOF COVER AT UNIT AND CONNECT TO EXISTING RECEPTACLE CIRCUIT IN BUILDING COMPRESSION FITTINGS. FIELD VER#FY VOLTAGE RéQU|RED‘ %
CENTRAL STATION MONITORING, AND EQUIPMENT INTERFACES. COORE)INATE WITH OTHER TRADES TO USING 2#12,#12G IN 7 CONDUIT.
DETERMINE AND INCORPORATE REQUIREMENTS FOR OTHER SYSTEMS (SUCH AS HVAC SHUTDOWN, L10. PROVIDE SEISMIC SUPPORTS AND CLIPS FOR ALL LIGHT FIXTURES AS REQUIRED BY CODE. PROVIDE A MINIMUM OF
FIRE SPRINKLER FLOW/TAMPER SWITCHES, ETC.). PROVIDE THE SERVICES OF A LICENSED ENGINEER P16. CONNECT EXHAUST FAN TO LIGHTING CIRCUIT AND SWITCH WITH LIGHTS OR SWITCH AS INDICATED ' (
0 PRODUCE PERMIT DRAWINGS AND. CONSTRUSTION DRAWINGS AS APPLICABLE TO THE PROJCT e S o TWO INDEPENDENT SUPPORTS FROM BUILDING STEEL ON OPPOSITE CORNERS OF EACH 2X4 LIGHT FIXTURE. o NOTE P15
THE CONTRACTOR IS RESPONSIBLE FOR ALL REQUIRED REVIEW, PERMITTING AND_CONSTRUCTION L11.  ALL EXISTING LIGHT FIXTURES IN THE SPACE NOTED SHALL REMAIN, EXCEPT AS INDICATED. REMOVE ALL INTERIOR
DOCUMENTATION, SHOP DRAWINGS AS WELL AS AS-BUILT DRAWINGS. COORDINATE WITH MECHANICAL P17. PROVIDE 2" CONDUIT (RGS OR EMT) FROM IT ROOM TO ACCESSIBLE AREA ABOVE CEILING IN LIGHT FIXTURES THAT ARE NOT NOTED TO REMAIN OR THAT ARE BEING RELOCATED. COORDINATE EXACT ot
CONTRACTOR FOR DUCT DETECTOR REQUIREMENTS. CORRIDOR OR BREAK ROOM TO ALLOW FUTURE VOICE/DATA WIRING INSTALLATION BY OWNER. REQUIREMENTS WITH OWNER. WP 6N0/33F{NF
Z
/2 \POWER PLAN j
LIGHTING FIXTURE SCHEDULE (NOTE - ALL FIXTURES ON SCHEDULE MAY NOT BE USED ON PLANS - REFER TO DRAWINGS) U E-101 JSCALE: 1/8°=1"-0 a
VA/ LAMPS NO. OF 1
TYPE | MOUNTING LENS VOLT | v [NO.TTYPE [K®/ CRT| BALLAST DESCRIPTION ACCEPTABLE MANUFACTURERS pr
LED EMERGENCY LIGHT, DUAL HEAD, 90 MINUTE BATTERY, SELF DIAGNOSTICS, COLOR AS @)
EMA | SURFACE NA MVOLT| 2|3 | LED | NA | NA SELECTED BY ARCHITECT LITHONIA ELM2 LED SERIES CAVINESS LAMBERT = O N
(o]
EXA AS NONE MVOLT| 5 | - | LED NA NA LED EXIT LIGHT, 50 MINUTE BATTERY, RED LETTERS, SELF DIAGNOSTICS, HIGH OUTPUT LITHONIA LQC SERIES NOTE: ELECTRICAL LOAD FOR THIS RENOVATION WILL RESULT IN AN EN GIN EERIN G - —
REQUIRED CAPACITY FOR REMOTE HEADS
OVERALL REDUCTION IN ELECTRICAL LOAD. : o @) I
4100° / ' Caviness Lambert Engineering, LLC L »
FSA | SURFACE ACRYLIC MVOLT | 85 | 3 | F32T8 | o, 1 FLUORESCENT, SURFACE, 4' LONG, 3-LAMP, ELECTRONIC BALLAST MATCH EXISTING 508 East North Street . o
Greenville, SC 29601 L LIJ x7
RH WALL TBD - INA| 2 | LED NA NA LED REMOTE DUAL HEAD ASSEMBLY, HOUSING COLOR BY ARCHITECT, WET LOCATION RATED AS REQUIRED P: (864) 242-5844
Vmmmmm  F: (864) 250-4567 A
NOTE: LIGHT FIXTURE ALTERNATES WILL BE ACCEPTED FROM LITHONIA, HUBBELL, OR COOPER. WWW.Cl-e.com




