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WATERPROOFING II – UPPER EAST DECK 
WILLIAMS BRICE STADIUM 

UNIVERSITY OF SOUTH CAROLINA 
PROJECT NO: H27-Z057 

 
Addendum One 

May 15, 2013 
 
 
This addendum modifies the Contract Documents only in the manner and to the 
extent stated herein and shown on any accompanying drawings and will become 
a part of the Contract Documents.  Except as specified or otherwise indicated by 
this addendum, all work shall be in accordance with the basic requirements of the 
Contract Documents. 
 
GENERAL: 

1. Attached is the sign-in sheet for the Pre-Bid meeting held Wednesday, May 8, 
2013, indicating all attendees.  
 

2. Per the Pre-Bid Meeting on May 8, All questions regarding this project were to be 
submitted in writing to the architect no later than 5:00pm on Tuesday, May 14. 
Email acceptable. Any questions received after this time will not be addressed.  

The architect’s email address: Keith Myhand: kmyhand@jcsarchitects.com 
 

3. Contractors are to call Duane Grooms for pre-bid access to the stadium.  Phone: 
803-777-8506. 

 
4. Anyone with questions about licensing and definitions of licensed work in Scare to 

contact the South Carolina Department of Labor, Licensing and Regulation. 
 

5. The bleacher contractor for this project is JMA Seating. Contact is Jay McCathern 
jmccathern@earthlink.net. Phone 803-360-2724 

 
6. The contractor is responsible for providing his own dumpster. 

 
7. The owner will designate a nearby restroom onsite for the contractor’s use. The 

contractor is to leave the restroom as clean as he found it upon project completion. 
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DRAWINGS: 
1. Sheet AT101, Add Alternate #1: Clarification - the joint replacement includes the 

interior side and top of joints only. The transition to the existing joint is to be clean 
and water tight.  

2. Sheet A201: 
a. Partial plan View 1/A201- Replace the words ”EJ (No Work-Joint replaced 

2011)” with the words” Existing EJ (Joint replaced 2011) – Thoroughly wipe 
clean the existing top coating of this joint and waterproof up to the concrete 
edge of this joint for the entire length of the joint”.  

b. General Note #3 – This letter is not required with the Bid Form, however, it 
must be provided to the architect upon issue of the “Notice to Proceed” from 
the owner. 

c. Keynote #5 – Add the following to this note. “Provide concrete repairs at the 
concrete leading edge/mounting connection prior to waterproofing. Rial 
installations are to be tight. Not loose. 

d. Keynote #7 – Revise this note to read “Do not reapply the garnet color or text 
at the area shown in photo #17.  

e. Keynote #13 – Per waterproofing manufacturer’s instructions in order to obtain 
the specified warranty; The steps will be removed, waterproofing applied to 
structure, reinstalled as noted and then the steps will be sealed to the vomitory 
wall and adjacent surfaces and then coated with waterproofing as indicated. 
See keynote #16. (Below) is a photo of the upper west waterproofing condition 
and we are to match this condition for the upper east.   
 

 
 

f. Joint System Schedule; EJ Type “F” – Add the following to the joint 
description: “Contractor is to mask both sides of the joint when applying the 
3/8”urethane sealant topping in order to ensure a clean and consistent joint 
condition”.   

 
END OF ADDENDUM 
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