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_________________________________________________________________________________________________________________________________________________________________ 
Addenda are issued prior to execution of Contract.  All instructions contained herein shall be reflected in the Contract Sum and this 
Addendum will be made a part of the Contract Documents, if, as, and when a Construction Contract is awarded. 
 
This Addendum forms a part of the Contract Documents and modifies the original documents dated 22 March 2017, as noted below.  
Acknowledge receipt of this Addendum in this space provided on the Bid Form.  Failure to do so will subject the Bidder to 
disqualification. 
 
This Addendum consists of 01 pages. 

 
A. PREBID MEETING MINUTES AND CLARIFICATIONS 

 

1. Attendees: See attached Sign-In Sheet   
 

2. The last day for questions and substitution requests is Wednesday, April 12
th

, COB.  All questions or requests 
should be submitted electronically to Ken Timmerman at kent@kyzer-timmerman.com. 

 
3. A site visit followed the pre-bid meeting.  Bidders may not request an additional visit or visit the site or building 

unannounced.   
 

 
B. QUESTSIONS:   

 
1. How high is level 200 above level 100? 

a. The typical floor-to-floor is 13’-6” 

 
2. Is there access to get the material out once cut. Can we drive underneath level 200 onto level 100? 

a. The floor below the "slab cut" is open and available for machinery such as a skid steer. The level 
at the "slab cut" is also available for machinery - there is flooring which must be protected at that 
level.  Obviously, explaining it by email is not the same as visiting the site. 
 
The ramps southwest ramp is available for transporting material and equipment.  Be careful not to 
damage the deck coating on the ramps and extreme caution shall be used in keeping vehicles 
from contacting the ramp panels and building panels. These exterior concrete panels will break 
free from impact.  Also, there will be a designated area for parking dump trucks, dumpsters, etc 

 
3. Will the existing floor tile be removed by USC prior to this work beginning? 

a. In-house personnel intends to remove tile flooring and mud bed from concrete on 200 level. 

 
 

END OF ADDENDUM 
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