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NOTES:
1. RETAIN ALL EXISTING GRATES AND THEIR ELEVATIONS.
2. STRIP EXISTING ASPHALT PAVEMENT AND STONE BASE TO MEET PAVEMENT DETAIL THICKNESS.
3. APPLY EROSION CONTROL MEASURES PRIOR TO CONSTRUCTION.
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10 0 10 20 NOTES:
"”"Il"l] 1. REGRADE SUBGRADE TO ACCOMMODATE NEW PROPOSED ELEVATIONS.
Scale 17 = 10 ft 2. CONDUCT PROOF ROLL OF STONE BASE UNDER SUPERVISION OF
caie = ENGINEER PRIOR TO PLACING NEW ASPHALT.
3. ADD ADDITIONAL STONE BASE AS REQUIRED TO MEET MINIMUM
THICKNESS AND REPLACE SOFT OR POT HOLE AREAS.
4. APPLY NEW ASPHALT PAVEMENT.
5. STRIPE PARKING SPACES & MOPED SPACES AS SHOWN.
6. REPLACE AND/OR REPAIR ANY DAMAGED CURBING OR SIDEWALK
RESULTING FROM CONSTRUCTION.
7. PROVIDE SMOOTH (MATCH ELEVATIONS) TRANSITION BETWEEN NEW
ASPHALT AND EXISTING CONCRETE SIDEWALK. EXISTING CURB
8. REMOVE EROSION CONTROL MEASURES AFTER COMPLETION.
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